
Perimeter stop with 
continuous hardwood 
tongue and fully glued 
joint

Window assembly to include for 
perimeter weather and draught 
seals as NBS Specification L10.
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Perimeter stop with 
continuous hardwood 
tongue and fully glued 
joint

Detail 3 - Head & Frame detail Scale 1:2

Detail 1 - Post & Frame detail

Detail 2 - Meeting frame detail

Exterior quality marine 
plywood

Felt underlay

Expanded metal sheet

Traditional lime base 
render

32.5mm insulated  
Plasterboard 
& skim finish

Vapour control layer/ 
Airtight membrane

Detail 5 - Window cill detail

20mm + 5mm rough cast 
lime sand render (M20/) on 
expanded metal lath(M30/)

Code 3 lead soakers 

Roofing felt  upstand behind 
lead soakers

Code 4 lead flashing 

Slimline double glazing 

Painted hardwood post 

32.5mm insulated  
Plasterboard 
& skim finish

Vapour control layer/ 
Airtight membrane

Breather membrane 
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Detail 3

Detail 4

Detail 5Code 4 lead 
flashing to lap 
under cill and 
over tile 150mm 

Pitch roof Construction:

Natural stone tiles
25 x 50mm timber battens 
25 x 50mm counter battens
Breathable membrane (Nilvent)
200 x 50mm rafters at 400mm centres.
200mm  Kingspan Kooltherm K7 
insulation between rafters
Vapour control layer/ Airtight membrane
32.5mm insulated plasterboard with 
3mm skim finish

Lead saddle 

1215 mm S/O

975

1280

70mm rigid insulation 
in cheeks

Hardwood cill

Head of frame

Sprocketed 
eaves

Ridge

Traditional 
casement 
window

Type - 4 
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4. Glazing bar detail
Scale 1:1

Mr & Mrs. Besterman

Muddle Barn Farm, Sibford Gower, Oxon, OX15 5RY

Replacement Dwelling

Planning dormer detail

1759.126

EJA 25.07.16 Issue for planning
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General Notes:
  

1. This drawing is to be read in conjunction with other 
consultants drawings

  

2. Check site conditions prior to commencement  of work
   

3. Discrepancies must be reported directly to the Architect
   

4. Do not scale off drawing, use figured dimensions only
   

5. This drawing may be issued in colour, and may be a 
non-standard paper size
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