
ROAD GULLY

SCALE 1:20

GULLY GRATINGS TO BE 440MM MINIMUM WIDTH, MINIMUM

WATERWAY AREA OF 900cm², LEFT CAPTIVE HINGED TO CLASS

D400 BS EN124 MIN THICKNESS 100mm, AND KITEMARKED.

FRAME TO BE SET ON 12MM CLASS 1 MORTAR BED.

150mm ST4 CONCRETE

SURROUND

150mm DIA OUTLET

2 - 3 COURSES OF 225mm

CLASS B ENGINEERING

BRICKS TO BS 3921

PRECAST CONCRETE GULLY

TO BS 5911:PART 6:2004

1200 diameter

SCALE 1:20

MANHOLE DETAIL - SFA 6 TYPE E (CATCHPIT)

DEPTH FROM COVER TO SOFFIT OF PIPE 1.0M TO 1.5M SELECTION OF THIS TYPE OF MANHOLE

RESTRICTED TO LOCATIONS WHERE GRADE B COVERS ARE TO BE USED

2-4 COURSES OF CLASS B

ENGINEERING BRICKS, CONCRETE

BLOCKS OR PRECAST CONCRETE

COVER FRAME SEATING RINGS

675 X 675MM OPENING

IN COVER SLAB

LIFTING EYES IN CONCRETE

RINGS TO BE POINTED

CONCRETE SURROUND 150MM THICK

COVER SLAB BEDDED ON PC

CHAMBER SECTION WITH

MORTAR PROPRIETARY BITUMEN

OR RESIN MASTIC SEALANT

MORTAR HAUNCHING TO M.H. COVER

AND FRAME

675 X 675MM COVER

BEDDED ON MORTAR

MANHOLE DETAIL SFA 6 - TYPE 'B' CATCHPIT

Refer to drg no. D-0154.

MORTAR HAUNCHING TO

M.H. COVER AND FRAME.

REFER TO CLAUSE 5.6.7

IN-SITU CONCRETE TO BE

GEN3 (DESIGNED TO BRE

SPECIAL DIGEST 1

CONCRETE IN AGGRESSIVE

GROUND)

SUMP BELOW INVERT

OF LOWEST PIPE

PRECAST CONCRETE SHAFT,

CHAMBER SECTIONS TO BE BEDDED

WITH MORTAR, PROPRIETARY

BITUMEN OR RESIN MASTIC SEALENT

675mm x 675mm MINIMUM

COVER BEDDED ON

MORTAR

LIFTING EYES IN

CONCRETE RINGS

TO BE POINTED

2-4 COURSES OF CLASS B

ENGINEERING BRICKS,

CONCRETE BLOCKS OR

PRECAST CONCRETE COVER

FRAME SEATING RINGS

MINIMUM CLEAR

ACCESS 675x675mm

150mm CONCRETE SURROUND

PIPE JOINT WITH CHANNEL

TO BE LOCATED MINIMUM

100mm INSIDE FACE OF

MANHOLE

MINIMUM WIDTH OF BENCHING

TO BE 500mm

MINIMUM WIDTH OF

BENCHING TO BE 225mm

DEPTH TO SOFFIT 1.35 TO 3.0m

FOR STEPS AND ACCESS ARRANGEMENTS SEE SFA TABLE 2.3

SCALE 1:20

SEE SFA CLAUSE 5.6.6.2 FOR

ROCKER PIPE DETAILS

JOINT TO BE AS CLOSE AS

POSSIBLE TO FACE OF MANHOLE

TOPERMIT SATISFACTORY JOINT

AND SUBSEQUENT MOVEMENT

900

MANHOLE DETAIL SFA 6 - TYPE 'D' (CATCHPIT)

DEPTH FROM COVER LEVEL TO SOFFIT OF PIPE 1.0m TO 1.5m

SCALE 1:20

BRICKWORK TO BE CORBELLED

(MAXIMUM 30mm PER COURSE)

TO SUIT COVER

900

BRICKWORK OR CONCRETE

BLOCKS TO BE CORBELLED

(MAXIMUM 30mm PER

COURSE) TO SUIT COVER

MORTAR HAUNCHING TO

MH COVER AND FRAME

CLASS B ENGINEERING

BRICKS OR CONCRETE

BLOCKS NOT LESS

THAN 200mm THICK

INTERNAL DIMENSIONS OF MANHOLE NORMALLY 900mm

x 675 mm BUT MANHOLE WIDTH SHOULD BE INCREASED

FOR PIPES LARGER THAN 225 mm DIAMETER TO GIVE

225 mm BENCHING EACH SIDE AND THE

BRICKWORK/MASONARY UNITS CORBELLED DOWN TO

SUIT COVER

150 MINIMUM

675

JOINT TO BE AS CLOSE AS

POSSIBLE TO FACE OF

MANHOLE TO PERMIT

SATISFACTORY JOINT AND

SUBSEQUENT MOVEMENT

SEE SFA CLAUSE

5.6.6.2 FOR ROCKER

PIPE DETAILS

675

675mm x 675mm MINIMUM

COVER BEDDED ON MORTAR
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SUMP BELOW INVERT

OF LOWEST PIPE
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OF LOWEST PIPE
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OUTGOING PIPE

INVERT LEVEL VARIES.

INCOMING PIPE INVERT

LEVEL VARIES.

150 MINIMUM

3
0
0

150 MINIMUM

SUMP BELOW INVERT

OF LOWEST PIPE

NOTE:

PRECAST CHAMBERS CAN BE USED

AS ALTERNATIVE CONSTRUCTION.

Notes:

Over Court Barns, Over Lane, Almondsbury,
Bristol, BS32 4DF.
TEL: 01454 619 533 FAX: 01454 614 125 or visit
www.hydrock.com
This drawing is the copyright of Hydrock Ltd. No liability will be
accepted for any amendments to this drawing either printed or
digital by parties other than Hydrock.
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D2 Purpose of Issue: TENDER

1. All works to be carried out in accordance with Oxfordshire County

Council specification.

2. All materials to be laid in accordance with manufacturer's instructions

subject to approval of Oxfordshire County Council.

3. Contractor must comply with the NRSWA 1991 for traffic management

and for any road works within the highway. Oxfordshire County Council

department should be consulted for details of restricted working

times/periods, this may be in addition to any restrictions stated in

planning conditions.

4. All external finishes to be agreed with Oxfordshire County Council.

GALLAGHER ESTATES

WPF-HYD-XX-XX-DR-D-0155

SFA 6ED catchpit manholes specified. Gully detail

amended.
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