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Demolition & removal

Rebuild & repair

Reinstatement of historic feature

GENERAL NOTES:
Do not scale from drawings. Refer to figured
dimensions only.
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Existing stone walling is partially collapsed.
Take down and rebuild using existing stone. Any
new stonework to match existing.

Existing yard subdivision wall is partially
collapsed. Wall to be taken down.

Existing stone perimeter wall
and roof structure in poor
condition carefully take down
and rebuild.

Unsympathetic
concrete block infill
to existing opening
to be removed.

Timber lean to to be
demolished.

Low level brick wall and
hardstanding to be

demolished
and removed

Reinstatement of
roof connection
between the stone
barn range and
residential terrace
row.

Poor quality brick lean to
structure to be demolished.

Existing concrete hardstanding
to be removed.

Existing opening to be widened.

New internal opening.

Internal partition removed.

New internal opening.

Existing concrete
block and stone wall is in

poor condition and is
unsafe. Wall to be

demolished and rebuilt with
stone facing.

Existing opening to be widened.

Existing stone walling is partially collapsed.
Take down and rebuild using existing stone. Any
new stonework to match existing.

New internal opening.

Existing window sill lowered

Existing steel framed barn to
be demolished
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NOTES

PLANNING

Brick outbuilding demolished as
per prior approval application
21/01021/DEM

Existing wall unstable and to be removed.
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