
REFER TO PLOT SPECIFIC WORKING DRAWINGS

TYPICAL STONE ELEVATION
WITH TWO PIECE STONE CILL AND LINTEL

Mortar bed under stools
& joints.

Fill open section with
flexible material on
completion of structure.

Reconstituted stone cill. Cill profile
shown to be Bullnosed Cill 150mm
wide x 140mm high built 150mm into
reveals either side.

REFER TO PLOT WORKING
DRAWING FOR HOUSE TYPE
WINDOW STYLE

Reconstituted stone Head. Profile
shown to be 150mm
wide x 215mm high

Balanced casement
UPVC double glazed window
set back 75mm within reveal with
externally fixed plant on glazing bars

Reconstituted stone Head. Profile
shown to be 100mm
wide x 215mm high
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Reconstituted stone cill. Cill profile
shown to be Bullnosed Cill 150mm
wide x 140mm high built 150mm into
reveals either side.
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WINDOW HEAD

WINDOW CILL

Natural ironstone
facing material

Natural ironstone
facing material

UPVC double glazed window
set back 75mm within reveal

UPVC double glazed window
set back 75mm within reveal

WINDOW REVEAL PLAN
- Stone external material
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max. 6mm mastic seal

UPVC double glazed window
set back 75mm within reveal

Natural ironstone
facing material
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STONE
ELEVATION
HEAD STYLE 2

PLANNING DETAIL - NOT FOR CONSTRUCTION
Plot 6, 15,16
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