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Compound fencing and gates to be
1.8m high steel palisade, green.

HB2  Kerbs
(125mm Upstand)

Bollards at 1.8m centres.

Inlet
manhole

Wet
Well

Valve
Chamber

Flowmeter

Control kiosk and plinth.

Draw
Pit

1.8m high steel palisade gate, double leaf, green.

Kiosk Tanker Hardstanding

Concrete hardstanding with brushed finish

Concrete hardstanding with brushed finish

900x900mm access cover

1500x900mm access cover

675x675 access cover

2400x1800mm access cover

A A

Control kiosk and plinth.

Compound fencing and gates to be
1.8m high steel palisade, green.

HB2  Kerbs (125mm Upstand)

PLAN
(SUBJECT TO THAMES WATER SPECIFICATION)

SCALE 1:50

ELEVATION A-A
(SUBJECT TO THAMES WATER SPECIFICATION)

SCALE 1:50
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Notes:

1. The planning, design and construction of sewers shall be in accordance with
Sewerage Sector Guidance Appendix C, the Civil Engineering Specification for the
Water Industry 7th Edition and Thames Water amendments to CESWI.

2. Pumping station compound layout, dimensions, materials, and finishes is subject to
detail pumping station design and Thames Water S104 technical audit.

PUMPING STATION
GENERAL ARRANGEMENT

L&Q ESTATES

WYKHAM PARK FARM
BANBURY

C-04841-C
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