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“ E % / =~ Review undertaken with reference to DMRB CD 116 Geometric Design of Roundabouts
— O
C ‘ . . L . .
T N\ ‘J -~ Design Parameter DMRB Guidance Provision Design Compliance
— ) O
O m =~ Inscribed circle diameter Min for normal roundabout 28m, 50m Compliant
) (Icb) should not exceed 100m (Para
W E m:@ _‘a Q 35,352)
- m _'. Width of circulatory carriageway Should be 1-1.2 times the max 9m (max entry width = 8.99m) Compliant
[ ]
O—Tm entry width (Para 3.6)
o I
| — — Q
: m =~ Entry arm width Lane widths at the give way line Maximum multilane width Compliant
4= e shall not be less than 3m or more - 2 lanes @ 8.99m total width
- _ than 4.5m.
— [ (Para 3.14)
:I - Visibility on the approach SSD 160m for 50mph design speed 160m Compliant
C—m _‘. . (Table 2.10, CD 109)
Q ’ O Entry path radius* Must not exceed 100m (Para 3.26) Maximum 98.39m Compliant
. Entry radius Minimum 10m, maximum 100m 20 - 30m Compliant
. (3.19.1,3.19.2)
Exit radius Between 20m-100m (Para 3.29.3) 100m Compliant
*The construction of the path is a matter of personal judgement. Results should be checked by more than one designer for comparison.
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REV. DETAILS DRAWN | CHECKED DATE Notes:
A |Hatching added between opposing IV B 14.12.2021 | 1. Thisis not a construction drawing and is intended for illustrative purposes only. Sym m et ry Pa rk
2. White lining is indicative only.
ggﬁifﬂfﬁﬁ E?lihoe;r;:;w;' 3. Site Plan is 14-019-5GP-XX-XX-DR-A-001004 by SGP.
B [Minor widening of western arm entry M B |14.12.2021 Key .
— Proposed 50m ICD Site Access Roundabout

to accommodate 2 articulated HGV's

side by side.
Network Building, 97 Tottenham Court Road, London W1T 4TP

Extent of Public Highway
t: 020 7580 7373 e: enquiries@vectos.co.uk
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REVISION:

Site Boundary

DRAWING NUMBER:

“os122028 1:1250 at A3 216285/PD01 | B

Visibility: Area to be kept free of obstructions between
0.26 & 2m high



AutoCAD SHX Text
BT

AutoCAD SHX Text
PO

AutoCAD SHX Text
PO

AutoCAD SHX Text
PO

AutoCAD SHX Text
PO

AutoCAD SHX Text
PO

AutoCAD SHX Text
PO

AutoCAD SHX Text
PO

AutoCAD SHX Text
PO

AutoCAD SHX Text
PO

AutoCAD SHX Text
PO

AutoCAD SHX Text
RS

AutoCAD SHX Text
MG

AutoCAD SHX Text
HT 12m

AutoCAD SHX Text
G 0.5

AutoCAD SHX Text
HT 6m

AutoCAD SHX Text
ASH

AutoCAD SHX Text
RS

AutoCAD SHX Text
HT 7m

AutoCAD SHX Text
G 1.2

AutoCAD SHX Text
HT 5m

AutoCAD SHX Text
OAK

AutoCAD SHX Text
G 0.4

AutoCAD SHX Text
HT 4m

AutoCAD SHX Text
GRASS

AutoCAD SHX Text
GRASS/SCRUB

AutoCAD SHX Text
GRASS/SCRUB

AutoCAD SHX Text
GRASS/SCRUB

AutoCAD SHX Text
GRASS

AutoCAD SHX Text
GRASS

AutoCAD SHX Text
GRASS

AutoCAD SHX Text
GRASS

AutoCAD SHX Text
GRASS

AutoCAD SHX Text
GRASS

AutoCAD SHX Text
GRASS

AutoCAD SHX Text
HEDGE Av HT 2m - P/W FENCE HT .0.6m

AutoCAD SHX Text
HEDGE Av HT 2m - P/W FENCE HT 0.6m

AutoCAD SHX Text
HEDGE Av HT 2.5m

AutoCAD SHX Text
SECURITY

AutoCAD SHX Text
DITCH

AutoCAD SHX Text
SECURITY

AutoCAD SHX Text
DITCH

AutoCAD SHX Text
SECURITY

AutoCAD SHX Text
DITCH

AutoCAD SHX Text
SECURITY

AutoCAD SHX Text
DITCH

AutoCAD SHX Text
SECURITY

AutoCAD SHX Text
DITCH

AutoCAD SHX Text
SECURITY

AutoCAD SHX Text
DITCH

AutoCAD SHX Text
SECURITY

AutoCAD SHX Text
DITCH

AutoCAD SHX Text
GRASS/SCRUB

AutoCAD SHX Text
GRASS/SCRUB

AutoCAD SHX Text
HEDGE Av HT 2m

AutoCAD SHX Text
HEDGE Av HT 2m

AutoCAD SHX Text
HEDGE Av HT 2m

AutoCAD SHX Text
GRASS/SCRUB

AutoCAD SHX Text
HAWTHORN HEDGE Av HT 2.5m


