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PLATFORM No. 2 FOR
POSSIBLE EXTERNAL PLANT
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CHUTE OUTLET TO DISCHARGE INTO
POSSIBLE INTERNAL SYPHONIC
DOWNPIPE TBC BY SPECIALIST
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BILCO ROOF HATCH
COMPATIBLE WITH
COMPANIONWAY LADDER

1100MM HIGH GUARDRAIL TO PERIMETER OF PLANT DECK
WITH GATED ACCESS TO ROOF (FALL ARREST SYSTEM)
TO COMPLY WITH APPROVED DOCUMENT K

ROOF MAINTENANCE FALL ARREST
SYSTEM REQUIRED TO RIDGE LINES AND
ALL AREAS WHERE PARAPET LEVEL DROPS
BELOW 1100MM FROM ROOF LEVEL.

ROOF MAINTENANCE FALL ARREST
SYSTEM REQUIRED TO RIDGE LINES AND
ALL AREAS WHERE PARAPET LEVEL DROPS
BELOW 1100MM FROM ROOF LEVEL.

NOTE :
STEELWORK SET AT 4.5° FALL TO ACHIEVE
A MIN 4° ROOF PITCH (DEFLECTED)

PLANT AREA TO RECEIVE OPEN
MESH FLOOR SYSTEM FIXED DOWN
TO PLANT DECK STEELWORK
(THICKNESS TO BE CONFIRMED)

PLATFORM No. 1 FOR
POSSIBLE EXTERNAL PLANT
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KINGSPAN QUADCORE ROOF PANELS
THICKNESS - 100mm CORE
U-VALUE - 0.18 W/m²K - TO BRUKL DOC

KINGSPAN QUADCORE ROOF PANELS
THICKNESS - 100mm CORE
U-VALUE - 0.18 W/m²K - TO BRUKL DOC

CHUTE OUTLET
TO DISCHARGE INTO
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CHUTE OUTLET
TO DISCHARGE INTO
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1. IF THIS DRAWING HAS BEEN RECEIVED ELECTRONICALLY IT IS THE
RECIPIENTS RESPONSIBILITY TO PRINT THE DOCUMENT TO THE
CORRECT SCALE.

2. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS STATED OTHERWISE.
IT IS RECOMMENDED THAT INFORMATION IS NOT SCALED OFF
THIS DRAWING.

3. THIS DRAWING SHOULD BE READ IN CONJUNCTION WITH ALL
OTHER RELEVANT DRAWINGS AND SPECIFICATIONS.
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