
1:50 @ A3
drawn by / checked by 

number

date

scale

drawing

project

client

Upper Floor, School House
Bath BA1 5NA 
+44 (0)1225 424 514   
info@seedlandscape.com

rev changesdate

Contractors must check all dimensions and levels on site.  Only figured dimensions to be worked from

Oxpens, 
Oxfordshire

DETAIL - Rill 
Garden Bridges

Patrick & Gilly 
Fennessy

OXO_401

28/06/2022 JM / MS

Technical Design (LI work stage 4)

Notes: 

1. All dimensions are in milimeters unless otherwise specified. 

2. Contractors must check all dimensions and levels on site. Only figured 

dimensions to be worked from.
KEY PLAN: SECTION EE'

127.00m

Refer to sheet 400, detail 1 
(Natural Stone Paving)

TIMBER DECK 
DECKING BOARD: Natural Oak decking boards 120mm (W) 
x 30-40mm (D) cut to dimensions shown.  Boards to be 
evening spaced with 5mm gaps. Boards fixed to joists with 
galvanised screws.
JOISTS: Treated softwood 75mm (W) x 125mm (D) cut to 
dimensions shown. Joists fixing to concrete suports TBC.

TBCm (max 
water level) 

5mm tick galvanised steel support bolts 
chemically fixed into concrete base.

Refer to drawing 301 for pond build up.

End stone fixed to concrete 
base with mortar or stone glue. 

Insitu concrete 
bridge foundations. 
To be developed 
with Engineer

Insitu concrete bridge foundations. To 
be developed with EngineerRefer to detail 4 drawing 402
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