
Tree Rootball

Tree located to centre of tree pit.

50mm-75mm medium grade bark mulch
applied to surface of tree pit. A 'dip' or
shallow 'trench' shall be included within
surface to hold water and enable successful
saturation of tree pit during irrigation
schedules.

Backfill with approved topsoil
infill to tree pit

Surrounding undisturbed soil

Tree rootball located to centre of pit

Adjacent landscaped area

Treated timber stake driven
into ground to secure tree

75

Tree secured using a double stake and
crossbar with a block and belt.
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Type 1 - Elevation and Plan View
SOFT LANDSCAPE TREE PIT DETAIL WITH STAKES 01

Elevation View
Scale 1:20

'Root Rain Urban' irrigation system

Dimensions vary depending on specific locations

Plan View 

Tree secured using a double stake and
crossbar with a block and belt.

Surrounding landscaped area

Excavated tree pit to take tree rootball and
backfilled with approved  topsoil

SOFT LANDSCAPE TREE PIT 1:30

Tree located to centre of pit.

50mm-75mm medium grade bark
mulch.

Inlet for
irrigation

Landscaped / planted area.

Proposed road
Tree secured using a double
stake and   crossbar with a
block and belt.

PCC Kerb 50mm x 150mm depth

Plan View 
SOFT LANDSCAPE TREE PIT 1:20
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Concrete haunch to PCC Kerbs and
grill frame.

Surface and make up to
Architect's specification

Tree located to centre of pit

Sub Soil

Proposed Road Surface

Type 2 - Elevation View
ROADSIDE AND FOOTPATH TREE PIT  WITH STAKES 1:20

Proposed Footpath

Build up to Engineer's /
Architect's specification.

Tree Rootball

Adjacent landscaped area 65
0

Tree secured using a double stake and
crossbar with a block and belt.

10
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Approximately 2500

125mm x 255mm half battered raised
kerb edging.

Backfill with approved topsoil
infill to tree pit

Treated timber stake driven
into ground to secure tree

50mm-75mm medium grade bark mulch
PCC Kerb 50mm x 150mm depth

02

'Root Rain Urban' irrigation system

Dimensions vary depending on specific locations

Root Defectors / Barrier, Reroot 1000
to all sides of pit

1000
Tree trunk to be located a minimum 1m from back of kerb
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Proposed Trees

Type 1 - Soft Landscape Tree Pit

Type 2 - Roadside and Footpath Tree Pit
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Land at Bicester Gateway

Type 3 - Mound Soft Tree Pit

Proposed Root Barrier Reroot 1000

Type 4 - Planter Soft Tree Pit

A

or Similar
Root deflectors to be installed where tree planting is
located near hard surface to prevent future paving
disturbance or in close proximity to services.
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