
Type 3 - Elevation View
MOUND SOFT TREE PIT 1:20

Adjacent Hard Surface

Tree located to centre of grass mound.

Approved topsoil to  min 450mm depth to
planting areas and min 900mm depth to
tree planting areas.

100mm Granular Drainage Layer

Ornamental Shrub Planting set
on 1:3 slope or less to support
planting design.

Tree Rootball

Dimension to planting plan

Tree rootball secured using an underground
guying system - Arborguy SAS-L strap anchor
system c/w ground anchors

Proposed Horizontal Root Barrier

Dimensions vary depending on specific locations
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Type 4 - Elevation View
PLANTER TREE PIT DETAIL  
1:20
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Aluminum timber planter incorporating reservoir irrigation
system or similar, constructed and installed as per
manufacturers instructions. Planter will allow natural
seepage of water to avoid waterlogging.

Approved topsoil to minimum depth of 950mm

Ornamental planting

Granular drainage layer course to 100mm
depth

Proposed Tree within centre of planter secured with guys as
required

Dimension to plan requirements
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Hard Surfacing

Feet to enable fork lift to move planter

Rachet underground guying system to be fixed to
base of planter
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Proposed Trees
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Land at Bicester Gateway

Type 3 - Mound Soft Tree Pit

Proposed Root Barrier

Type 4 - Planter Soft Tree Pit
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