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SERVICE YARD LANDSCAPING POND  LANDSCAPING

250mm THICK SUB SOIL

1 LAYER OF TERRAM GRADE 1000 GEOTEXTILE LINING
150mm TICK TOPSOIL AND GRASS SEED. TOPSOIL SHALL COMPLY TO BS3882 AND THE GRASS
SEED MIX SHALL COMPRISE OF 20% PERENNIAL RYEGRASS, 10% HIGHLAND BENT, 20% CHEWING
FESCUE, 40% SLENDER CREEPING RED FESCUE AND 10% SMOOTH STALKED MEADOW GRASS.

1 LAYER OF IMPERMEABLE MEMBRANE TO BE A MINIMUM OF 1mm THICK WITH FULLY WELDED JOINTS IN
ACCORDANCE WITH CIRIA SP124 PUBLICATION. PROVIDE A GEOTEXTILE UNDERLAY / OVERLAY TO
PROTECT IMPERMEABLE MEMBRANE.

TOP WATER LEVEL 66.611
1 IN 100 YEAR + 40%CC 250mm THICK SUB SOIL

1 LAYER OF TERRAM GRADE 1000 GEOTEXTILE LINING
150mm TICK TOPSOIL AND GRASS SEED. TOPSOIL SHALL COMPLY TO BS3882 AND THE GRASS
SEED MIX SHALL COMPRISE OF 20% PERENNIAL RYEGRASS, 10% HIGHLAND BENT, 20% CHEWING
FESCUE, 40% SLENDER CREEPING RED FESCUE AND 10% SMOOTH STALKED MEADOW GRASS.

1 LAYER OF IMPERMEABLE MEMBRANE TO BE A MINIMUM OF 1mm THICK WITH FULLY WELDED JOINTS IN
ACCORDANCE WITH CIRIA SP124 PUBLICATION. PROVIDE A GEOTEXTILE UNDERLAY / OVERLAY TO
PROTECT IMPERMEABLE MEMBRANE.
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250mm THICK SUB SOIL

1 LAYER OF TERRAM GRADE 1000 GEOTEXTILE LINING
150mm TICK TOPSOIL AND GRASS SEED. TOPSOIL SHALL COMPLY TO BS3882 AND THE GRASS
SEED MIX SHALL COMPRISE OF 20% PERENNIAL RYEGRASS, 10% HIGHLAND BENT, 20% CHEWING
FESCUE, 40% SLENDER CREEPING RED FESCUE AND 10% SMOOTH STALKED MEADOW GRASS.

1 LAYER OF IMPERMEABLE MEMBRANE TO BE A MINIMUM OF 1mm THICK WITH FULLY WELDED JOINTS IN
ACCORDANCE WITH CIRIA SP124 PUBLICATION. PROVIDE A GEOTEXTILE UNDERLAY / OVERLAY TO
PROTECT IMPERMEABLE MEMBRANE.
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