Appendix J

Warwick Road, Banbury Paul Basham Associates Ltd
Transport Assessment Report No: 537.0006/TA/2



WUOSEW - Location of usual residence and place of work by method of travel to work (MSOA level)
ONS Crown Copyright Reserved [from Nomis on 3 March 2025]

population Al usual residents aged 16 and over in employment the week before the census
units Persons

date 2011

usual residence E02005921 : Cherwell 001 (2011 super output area - middle layer)

All categories:

place of work sroad Destination Method of travel Work mainly at or m”;f:"“lz’"“["ﬁa” Teain Bus, minibus o M‘“‘"“;"f‘ Drivingacaror  Passenger ina Bieyele onfoor  Other method of
towork (2001 from home or coach van car or van travel to work
specification) or tra moped
Amber Valley Other - North 1 0 0 0 0 o 0 1 0 o 0 0
Aylesbury Vale Other - East 18 0 0 1 0 0 0 16 1 0 0 0
Barking and Dagenham London 1 0 0 o 0 0 0 1 0 0 0 0
Bamet London 1 0 0 o 0 o 0 1 0 ) 0 0
Bassellaw Other - North 2 0 0 o 0 o 0 2 0 o 0 0
Bediord Other - East 5 0 0 0 0 0 0 4 1 0 0 0
Birmingham Other - North 35 0 0 12 0 0 0 19 4 0 0 0
Blaby Other - North 1 0 0 0 0 0 0 1 0 0 0 0
Bolsover Other - North 2 0 0 o 0 o 0 2 0 o 0 0
Bracknell Forest Other - South 3 0 0 1 0 o 0 2 0 o 0 0
Bradford Other - North 2 0 0 0 0 o 0 2 0 o 0 0
Brent London 1 0 0 0 0 o 0 1 0 o 0 0
Brentwiood Other - East 1 0 0 0 0 o 0 1 0 0 0 0
Bristol, City of Other - West 2 0 0 ) 0 0 0 1 0 0 1 0
Bromiey London 1 0 0 o 0 o 0 1 0 o 0 0
Bromsgrove Other - North 1 0 0 0 0 o 0 1 0 o 0 0
Caerphilly Other - West 1 0 0 o 0 o 0 1 0 o 0 0
Calderdale Other - North 1 0 0 0 0 0 0 1 0 o 0 0
Camden London 12 0 0 8 0 o 0 4 0 o 0 0
Cannock Chase Other - North 1 0 0 o 0 o 0 1 0 o 0 0
Cenural Bedfordshire Other- East 2 0 0 0 1 0 0 1 0 0 0 0
Chelienham Other - West 3 0 0 0 0 0 0 3 0 0 0 0
Chitern Other - South 2 0 0 0 0 0 0 2 0 0 0 0
Cotswold Other - West 2 0 0 o 0 o 0 2 0 ) 0 0
County Durham Other - North 1 0 0 1 0 0 0 o 0 0 0 0
Coventry Other - North 21 0 0 0 0 0 0 20 1 0 0 0
Dacorum Other - South 1 0 0 0 0 o 0 1 0 o 0 0
Daventry Other - North 19 0 0 0 0 0 1 18 0 0 0 0
Dudiey Other - North 2 0 0 0 0 o 0 2 0 o 0 0
£02005921 : Cherwel 001 Hanwell 102 0 0 0 0 1 1 128 3 5 54 0
£02005922 : Cherwell 002 Hanveell 10 0 0 0 0 0 0 9 0 1 o 0
£02005923 : Cherwell 003 Banbury 130 0 0 0 o 1 1 100 u 5 3 0
£02005924 : Cherwell 004 Banbury 301 0 o 0 4 1 2 258 2 3 7 0
£02005925 : Cherwell 005 Banbury 4 0 0 0 o 0 0 3 1 0 0 0
£02005926 : Cherwell 006 Banbury 122 0 0 0 2 0 0 m 2 s 2 o
£02005927 : Cherwell 007 Banbury 56 0 0 0 0 0 2 52 1 1 0 0
£02005928 : Cherwell 008 Adderbury 85 0 0 1 0 0 1 7 7 0 2 1
£02005929 : Cherwel 009 Hook Norton 50 0 0 0 0 0 0 s 1 1 0 0
£02005930 : Cherwell 010 Deddington 25 0 0 0 0 0 0 2 0 0 3 0
£02005931 : Cherwell 011 Bicester 6 0 0 0 1 0 0 5 0 0 0 0
£02005932 : Cherwell 012 Bicester 1 0 0 0 0 0 0 1 0 0 0 0
£02005933 : Cherwell 013 Bicester 2 0 0 1 0 0 0 10 0 0 1 1
£02005934 : Cherwell 014 Bicester 3 0 0 0 0 0 0 3 0 0 0 0
£02005935 : Cherwell 015 Bicester 1 0 0 0 0 0 0 13 0 0 3 0
£02005936 : Cherwell 016 Bicester 1 0 0 0 0 0 0 12 0 0 4 0
£02005937 : Cherwell 017 Kidiington 5 0 0 0 0 0 0 5 0 0 0 0
£02005938 : Cherwell 018 Kidington 1 o 0 0 0 0 0 0 0 0 1 0
£02005939 : Cherwell 019 Kidington 34 0 0 1 0 0 0 2 0 2 3 0
Ealing London 2 0 0 o 0 0 0 2 0 o 0 0
East Devon Other - South 1 0 0 0 0 0 0 1 0 0 0 0
East Northamptonshire Other - East 1 0 0 0 0 0 0 1 0 0 0 0
Elmbridge Other - South 2 0 0 1 0 0 0 1 0 0 0 0
Flntshire Other - North 1 0 0 o 0 o 0 1 0 o 0 0
Gloucester Other - South 2 0 1 0 0 0 0 1 0 0 0 0
Gosport Other - South 1 0 0 1 o o 0 0 0 o 0 0
Guildiord Other - South 1 0 0 0 0 o 0 1 0 ) 0 0
Hackney London 2 0 0 1 0 o 0 0 0 o 1 0
Hammersmith and Fulham London 4 0 0 2 0 0 0 2 0 0 0 0
Harborough Other - North 1 0 0 0 0 o 0 1 0 o 0 0
Harlow London 1 0 0 0 0 o 0 1 0 ) 0 0
Harrow London 2 0 0 o 0 o 0 2 0 o 0 0
Havant Other - South 1 0 0 0 0 o 0 1 0 o 0 0
Hertsmere Other - South 2 0 0 o 0 o 0 2 0 o 0 0



Hillingdon
Hinckley and Bosworth
Hounslow

Hyndburn

Ipswich

Islington

Kensington and Chelsea
King’s Lynn and West Norfolk
Kingston upon Thames
Lambeth

Luton
Malvern Hills
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Milton Keynes
North Warwickshire
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Norwich
Nottingham

Oadby and Wigston
Oxford
Peterborough
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Reading

Redditch

Richmond upon Thames
Rother
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In order to protect against disclosure of personal information, records have been swapped between different geographic areas. Some counts will be affected, particularly small counts at the lowest geographies.
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Appendix K

Warwick Road, Banbury Paul Basham Associates Ltd
Transport Assessment Report No: 537.0006/TA/2



1/21/26, 10:43 AM

main.htm

Junctions 11

PICADY 11 - Priority Intersection Module

Version: 11.1.0.2307
© Copyright TRL Software Limited, 2024

For sales and distribution information, program advice and maintenance, contact TRL Software:
+44 (0)1344 379777

software@trl.co.uk

trlsoftware.com

solution

The users of this computer program for the solution of an engineering problem are in no way relieved of their responsibility for the correctness of the

Filename: Site Access.j11
Path: P:\Central\530-539\537 Savills Oxford\537.0006 Warwick Road, Banbury\03 Technica\TPL\Modelling
Report generation date: 21/01/2026 10:43:05

»D1 - 2030 | Forecast + Committed + Proposed | AM

»D2 - 2030 | Forecast + Committed + Proposed | PM

Summary of junction performance

Stream B-AC

0.2

8.76 0.16

0.1 8.19 0.09

Stream C-AB

D1

0.0

4.97 0.02

D2

0.1 5.21 0.07

Values shown are the highest values encountered over all time segments. Delay is the maximum value of average delay per arriving vehicle.

File summary

File Description

Title

Location

Site number

Date

15/12/2025

Version

Status

(new file)

Identifier

Client

Jobnumber

Enumerator

AD\l.millar

Description

Units

Distance units

Speed units

Traffic units input

Traffic units results

Flow units

Average delay units

Total delay units

Rate of delay units

m

kph

PCU

PCU

perHour s

-Min

perMin

Analysis Options

PICADY short flare model

Calculate Queue Percentiles

Calculate residual capacity

RFC Threshold

Average Delay threshold (s)

Queue threshold (PCU)

JUNCTIONS 11.1

0.85

36.00

20.00

Demand Set Summary

ID | Year Scenario Time period | Traffic profile type | Start time (HH:mm) | Finish time (HH:mm) | Time segment length (min)
D1 | 2030 | Forecast + Committed + Proposed AM ONE HOUR 07:45 09:15 15
D2 | 2030 | Forecast + Committed + Proposed PM ONE HOUR 16:45 18:15 15

Analysis Set Details

ID

Network flow scaling factor (%)

A1

100.000

file:///C:/Users/l.millar/AppData/Local/Temp/Site Access_Junctions 11 Report/main.htm
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1/21/26, 10:43 AM

Data Errors and Warnings
No errors or warnings

main.htm

Junctions
Junction | Name | Junction type | Arm A Direction | Arm B Direction | Arm C Direction | Use circulating lanes | Junction Delay (s) | Junction LOS
1 untitled T-Junction Two-way Two-way Two-way 1.03 A
Junction Network
Driving side Lighting Network delay (s) | Network LOS
Left Normal/unknown 1.03 A
Arms
Arm Name Description | Arm type
A | Warwick Road (South) Major
B | Site Access Minor
C | Warwick Road (North) Major
Major Arm Geometry
Arm | Width of carriageway (m) | Has kerbed central reserve | Has right-turn storage | Visibility for right turn (m) | Blocks? | Blocking queue (PCU)
C 7.30 215.0 v 0.00

Geometries for Arm C are measured opposite Arm B. Geometries for Arm A (if relevant) are measured opposite Arm D.

Minor Arm Geometry

Arm | Minor arm type | Lane width (m) | Visibility to left (m) | Visibility to right (m)
B One lane 3.00 215 215
Slope / Intercept / Capacity
Priority Intersection Slopes and Intercepts
Slope | Slope | Slope | Slope
Stream Intercept for for for for
(PCUMN) | AB | AC | C-A | C-B
B-A 664 0.114 | 0.288 | 0.181 | 0.412
B-C 759 0.110 | 0.278 - -
C-B 698 0.255 | 0.255 - -

The slopes and intercepts shown above include custom intercept adjustments only.
Streams may be combined, in which case capacity will be adjusted.
Values are shown for the first time segment only; they may differ for subsequent time segments.

Demand Set Details
ID | Year Scenario Time period | Traffic profile type | Start time (HH:mm) | Finish time (HH:mm) | Time segment length (min)
D1 | 2030 | Forecast + Committed + Proposed AM ONE HOUR 07:45 09:15 15

file:///C:/Users/l.millar/AppData/Local/Temp/Site Access_Junctions 11 Report/main.htm
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1/21/26, 10:43 AM main.htm
Demand overview (Traffic)
Arm | Linked arm | Use O-D data | Average Demand (PCU/hr) | Scaling Factor (%)
A v 321 100.000
B v 80 100.000
C v 362 100.000
Demand (PCU/hr)
To
A |B| C
0 | 17 | 304
From
B |52)| 0|28
C |352|10| O
Heavy Vehicle %
To
A | B|C
10 | 10 | 10
From
B |10 |10 | 10
Cc |10 10| 10
Results Summary for whole modelled period
Stream Max RFC Max Delay (s) Max Queue (PCU) Max LOS
B-AC 0.16 8.76 0.2 A
C-AB 0.02 4.97 0.0 A
C-A
A-B
A-C
Main Results for each time segment
07:45 - 08:00
Swream | TOHPEmIN | et | oo Rrc | Thowmeut | Endaese | oy | Sl
B-AC 60 0.00 590 0.102 60 0.1 7.467 A
C-AB 1" 0.00 808 0.014 11 0.0 4.969 A
C-A 261 0.00 261
A-B 13 0.00 13
A-C 229 0.00 229

file:///C:/Users/l.millar/AppData/Local/Temp/Site Access_Junctions 11 Report/main.htm
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1/21/26, 10:43 AM

main.htm
08:00 - 08:15
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 72 0.00 569 0.126 72 0.2 7.965 A
C-AB 15 0.00 831 0.017 15 0.0 4.847 A
C-A 311 0.00 311
A-B 15 0.00 15
A-C 273 0.00 273
08:15 - 08:30
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 88 0.00 540 0.163 88 0.2 8.756 A
C-AB 20 0.00 865 0.023 20 0.0 4.686 A
C-A 379 0.00 379
A-B 19 0.00 19
A-C 335 0.00 335
08:30 - 08:45
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 88 0.00 540 0.163 88 0.2 8.764 A
C-AB 20 0.00 865 0.023 20 0.0 4.688 A
C-A 379 0.00 379
A-B 19 0.00 19
A-C 335 0.00 335
08:45 - 09:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pcUihr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 72 0.00 569 0.126 72 0.2 7.975 A
C-AB 15 0.00 831 0.018 15 0.0 4.847 A
C-A 31 0.00 31
A-B 15 0.00 15
A-C 273 0.00 273
09:00 - 09:15
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 60 0.00 590 0.102 60 0.1 7.483 A
C-AB 11 0.00 808 0.014 11 0.0 4.969 A
C-A 261 0.00 261
A-B 13 0.00 13
A-C 229 0.00 229

file:///C:/Users/l.millar/AppData/Local/Temp/Site Access_Junctions 11 Report/main.htm
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main.htm

D2 - 2030 | Forecast + Committed + Proposed |

PM

Data Errors and Warnings

No errors or warnings

Junction Network

Junctions
Junction | Name | Junction type | Arm A Direction | Arm B Direction | Arm C Direction | Use circulating lanes | Junction Delay (s) | Junction LOS
1 untitled T-Junction Two-way Two-way Two-way 0.76 A
Junction Network
Driving side Lighting Network delay (s) | Network LOS
Left Normal/unknown 0.76 A
Traffic Demand
Demand Set Details
ID | Year Scenario Time period | Traffic profile type | Start time (HH:mm) | Finish time (HH:mm) | Time segment length (min)
D2 | 2030 | Forecast + Committed + Proposed PM ONE HOUR 16:45 18:15 15

Demand overview (Traffic)

Arm | Linked arm | Use O-D data | Average Demand (PCU/hr) | Scaling Factor (%)
A v 365 100.000
B v 42 100.000
Cc v 360 100.000

Origin-Destination Data

Demand (PCU/hr)

To
B| C
0 |49 |316
From
B | 27| 0|15
C |332|28| 0

Vehicle Mix

Heavy Vehicle %

To
A B | C
10 | 10 | 10
From
B | 10 |10 | 10
c |10 |10 | 10

file:///C:/Users/l.millar/AppData/Local/Temp/Site Access_Junctions 11 Report/main.htm
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Results
Results Summary for whole modelled period
Stream Max RFC Max Delay (s) Max Queue (PCU) Max LOS
B-AC 0.09 8.19 0.1 A
C-AB 0.07 5.21 0.1 A
C-A
A-B
A-C
Main Results for each time segment
16:45 - 17:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pCylhr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 32 0.00 583 0.054 31 0.1 7.174 A
C-AB 31 0.00 791 0.039 31 0.1 5.206 A
C-A 240 0.00 240
A-B 37 0.00 37
A-C 238 0.00 238
17:00 - 17:15
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " bcyihr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 38 0.00 561 0.067 38 0.1 7.570 A
C-AB 40 0.00 811 0.049 40 0.1 5.135 A
C-A 284 0.00 284
A-B 44 0.00 44
A-C 284 0.00 284
17:15-17:30
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 46 0.00 530 0.087 46 0.1 8.186 A
C-AB 55 0.00 840 0.065 55 0.1 5.039 A
C-A 342 0.00 342
A-B 54 0.00 54
A-C 348 0.00 348
17:30 - 17:45
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pCyihr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 46 0.00 530 0.087 46 0.1 8.190 A
C-AB 55 0.00 841 0.065 55 0.1 5.043 A
C-A 342 0.00 342
A-B 54 0.00 54
A-C 348 0.00 348
17:45 - 18:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " bcyihr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 38 0.00 561 0.067 38 0.1 7.576 A
C-AB 40 0.00 811 0.049 40 0.1 5.138 A
C-A 284 0.00 284
A-B 44 0.00 44
A-C 284 0.00 284

file:///C:/Users/l.millar/AppData/Local/Temp/Site Access_Junctions 11 Report/main.htm
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18:00 - 18:15
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 32 0.00 583 0.054 32 0.1 7.183 A
C-AB 31 0.00 791 0.039 31 0.1 5.210 A
C-A 240 0.00 240
A-B 37 0.00 37
A-C 238 0.00 238

file:///C:/Users/l.millar/AppData/Local/Temp/Site Access_Junctions 11 Report/main.htm
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Warwick Road, Banbury Paul Basham Associates Ltd
Transport Assessment Report No: 537.0006/TA/2



1/21/26, 12:00 PM

main.htm

Junctions 11

PICADY 11 - Priority Intersection Module

Version: 11.1.0.2307
© Copyright TRL Software Limited, 2024

For sales and distribution information, program advice and maintenance, contact TRL Software:
+44 (0)1344 379777  software@trl.co.uk trlsoftware.com

solution

The users of this computer program for the solution of an engineering problem are in no way relieved of their responsibility for the correctness of the

Filename: Roman Fields - Warwick Road.j11
Path: P:\Central\530-539\537 Savills Oxford\537.0006 Warwick Road, Banbury\03 Technica\TPL\Modelling

Report generation date: 21/01/2026 12:00:13

»D1 - 2025 | Base | AM
»D2 - 2025 | Base | PM

»D3 - 2030 | Forecast | AM
»D4 - 2030 | Forecast | PM

»D5 - 2030 | Forecast + Committed | AM
»D6 - 2030 | Forecast + Committed | PM
»D7 - 2030 | Forecast + Committed + Proposed | AM
»D8 - 2030 | Forecast + Committed + Proposed | PM

Summary of junction performance

AM PM
Set ID | Queue (PCU) | Delay (s) | RFC | LOS | Set ID | Queue (Pcu) | Delay (s) | RFC | LOS
2025 - Base
Stream B-AC o1 0.1 11.80 |0.12| B 0o 0.1 9.99 |0.07
Stream C-AB 0.0 745 [0.01| A 0.0 7.45 | 0.01
2030 - Forecast
Stream B-AC D3 0.2 1237 |0.13| B o4 0.1 10.33 | 0.08
Stream C-AB 0.0 752 (001 A 0.0 754 | 0.01
2030 - Forecast + Committed
Stream B-AC D5 05 1846 |0.33| C 06 0.2 12.63 | 0.17
Stream C-AB 0.0 771|002 A 0.0 8.02 |0.01
2030 - Forecast + Committed + Proposed
Stream B-AC 07 0.6 1927 |034| C 08 0.2 12.81 | 0.17
Stream C-AB 0.0 771 002 A 0.0 8.02 |0.01

Values shown are the highest values encountered over all time segments. Delay is the maximum value of average delay per arriving vehicle.

File summary

File Description

Title

Location

Site number

Date

15/12/2025

Version

Status

(new file)

Identifier

Client

Jobnumber

Enumerator

AD\l.millar

Description

file:///C:/Users/l.millar/AppData/Local/Temp/Roman Fields - Warwick Road_Junctions 11 Report/main.htm
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1/21/26, 12:00 PM main.htm
Units
Distance units | Speed units | Traffic units input | Traffic units results | Flow units | Average delay units | Total delay units | Rate of delay units
m kph PCU PCU perHour s -Min perMin

Analysis Options

PICADY short flare model

Calculate Queue Percentiles

Calculate residual capacity

RFC Threshold

Average Delay threshold (s)

Queue threshold (PCU)

JUNCTIONS 11.1

0.85

36.00

20.00

Demand Set Summary

ID | Year Scenario Time period | Traffic profile type | Start time (HH:mm) | Finish time (HH:mm) | Time segment length (min)
D1 | 2025 | Base AM ONE HOUR 07:45 09:15 15
D2 | 2025 | Base PM ONE HOUR 16:45 18:15 15
D3 | 2030 | Forecast AM ONE HOUR 07:45 09:15 15
D4 | 2030 | Forecast PM ONE HOUR 16:45 18:15 15
D5 | 2030 | Forecast + Committed AM ONE HOUR 07:45 09:15 15
D6 | 2030 | Forecast + Committed PM ONE HOUR 16:45 18:15 15
D7 | 2030 | Forecast + Committed + Proposed AM ONE HOUR 07:45 09:15 15
D8 | 2030 | Forecast + Committed + Proposed PM ONE HOUR 16:45 18:15 15
Analysis Set Details
ID | Network flow scaling factor (%)
A1 100.000

file:///C:/Users/l.millar/AppData/Local/Temp/Roman Fields - Warwick Road_Junctions 11 Report/main.htm
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Data Errors and Warnings

No errors or warnings

main.htm

Junctions
Junction | Name | Junction type | Arm A Direction | Arm B Direction | Arm C Direction | Use circulating lanes | Junction Delay (s) | Junction LOS
1 untitled T-Junction Two-way Two-way Two-way 0.47 A
Junction Network
Driving side Lighting Network delay (s) | Network LOS
Left Normal/unknown 0.47 A
Arms
Arm Name Description | Arm type
A | Warwick Road (South) Major
B | Roman Fields Access Minor
C | Warwick Road (North) Major
Major Arm Geometry
Arm | Width of carriageway (m) | Has kerbed central reserve | Has right-turn storage | Visibility for right turn (m) | Blocks? | Blocking queue (PCU)
C 6.00 100.0 v 6.00

Geometries for Arm C are measured opposite Arm B. Geometries for Arm A (if relevant) are measured opposite Arm D.

Minor Arm Geometry

Arm | Minor arm type | Lane width (m) | Visibility to left (m) | Visibility to right (m)
B One lane 3.00 100 80
Slope / Intercept / Capacity
Priority Intersection Slopes and Intercepts
Slope | Slope | Slope | Slope
Stream Irgg[ﬁﬁpt for for for for
( | AB | AC | C-A | C-B
B-A 550 0.100 | 0.253 | 0.159 | 0.362
B-C 674 0.103 | 0.261 - -
C-B 632 0.245 | 0.245 - -

The slopes and intercepts shown above include custom intercept adjustments only.
Streams may be combined, in which case capacity will be adjusted.
Values are shown for the first time segment only; they may differ for subsequent time segments.

Demand Set Details

ID | Year

Scenario

Time period

Traffic profile type

Start time (HH:mm)

Finish time (HH:mm)

Time segment length (min)

D1 | 2025

Base

AM

ONE HOUR

07:45

09:15

15

file:///C:/Users/l.millar/AppData/Local/Temp/Roman Fields - Warwick Road_Junctions 11 Report/main.htm

3/26



1/21/26, 12:00 PM main.htm
Demand overview (Traffic)

Arm | Linked arm | Use O-D data | Average Demand (PCU/hr) | Scaling Factor (%)
A v 343 100.000
B v 40 100.000
C v 740 100.000

Demand (PCU/hr)

To
A | B|C
0 | 41302
From
B | 28| 0|12
C |733| 7 0

Heavy Vehicle %

To
A B | C
10 | 10 | 10
From
B |10 |10 | 10
Cc |10 |10 | 10

Results Summary for whole modelled period

Stream Max RFC Max Delay (s) Max Queue (PCU) Max LOS
B-AC 0.12 11.80 0.1 B
C-AB 0.01 7.45 0.0

C-A
A-B
A-C

Main Results for each time segment

07:45 - 08:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pcuihr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 30 0.00 446 0.067 30 0.1 9.503 A
C-AB 5 0.00 569 0.009 5 0.0 7.028 A
C-A 552 0.00 552
A-B 31 0.00 31
A-C 227 0.00 227
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08:00 - 08:15
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCUIhr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 36 0.00 419 0.086 36 0.1 10.345 B
C-AB 6 0.00 556 0.011 6 0.0 7.197
C-A 659 0.00 659
A-B 37 0.00 37
A-C 271 0.00 271
08:15 - 08:30
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 44 0.00 380 0.116 44 0.1 11.790 B
C-AB 8 0.00 539 0.014 8 0.0 7.446
C-A 807 0.00 807
A-B 45 0.00 45
A-C 333 0.00 333
08:30 - 08:45
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 44 0.00 380 0.116 44 0.1 11.802 B
C-AB 8 0.00 539 0.014 8 0.0 7.446
C-A 807 0.00 807
A-B 45 0.00 45
A-C 333 0.00 333
08:45 - 09:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | "% ocUihr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 36 0.00 419 0.086 36 0.1 10.360 B
C-AB 6 0.00 556 0.011 6 0.0 7.198 A
C-A 659 0.00 659
A-B 37 0.00 37
A-C 271 0.00 271
09:00 - 09:15
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 30 0.00 446 0.067 30 0.1 9.520 A
C-AB 5 0.00 569 0.009 5 0.0 7.031 A
C-A 552 0.00 552
A-B 31 0.00 31
A-C 227 0.00 227
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Data Errors and Warnings
No errors or warnings

Junctions

Junction | Name | Junction type | Arm A Direction | Arm B Direction | Arm C Direction | Use circulating lanes | Junction Delay (s) | Junction LOS

1 untitled T-Junction Two-way Two-way Two-way 0.47 A

Junction Network

Driving side Lighting Network delay (s) | Network LOS
Left Normal/unknown 0.47 A

Demand Set Details

ID | Year | Scenario | Time period | Traffic profile type | Start time (HH:mm) | Finish time (HH:mm) | Time segment length (min)
D2 | 2025 | Base PM ONE HOUR 16:45 18:15 15

Demand overview (Traffic)

Arm | Linked arm | Use O-D data | Average Demand (PCU/hr) | Scaling Factor (%)
A v 357 100.000
B v 29 100.000
C v 295 100.000

Demand (PCU/hr)

To
A | B|C
0 | 19| 338
From
B |23 |0 6
C | 291 4 0

Heavy Vehicle %

To
A B | C
10 | 10 | 10
From
B |10 10| 10
c | 10|10 | 10
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Results
Results Summary for whole modelled period

Stream Max RFC Max Delay (s) Max Queue (PCU) Max LOS
B-AC 0.07 9.99 0.1 A
C-AB 0.01 7.45 0.0 A
C-A
A-B
A-C

Main Results for each time segment

16:45 - 17:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pCy/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 22 0.00 474 0.046 22 0.1 8.749 A
C-AB 3 0.00 566 0.005 3 0.0 7.032 A
C-A 219 0.00 219
AB 14 0.00 14
A-C 254 0.00 254
17:00 - 17:15
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCUIhr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 26 0.00 455 0.057 26 0.1 9.233 A
C-AB 4 0.00 553 0.007 4 0.0 7.202 A
C-A 262 0.00 262
A-B 17 0.00 17
A-C 304 0.00 304
17:15-17:30
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 32 0.00 428 0.075 32 0.1 9.990 A
C-AB 4 0.00 536 0.008 4 0.0 7.453 A
C-A 320 0.00 320
A-B 21 0.00 21
A-C 372 0.00 372
17:30 - 17:45
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pCyihr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 32 0.00 428 0.075 32 0.1 9.994 A
C-AB 4 0.00 536 0.008 4 0.0 7.453 A
C-A 320 0.00 320
A-B 21 0.00 21
A-C 372 0.00 372
17:45 - 18:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " bcyihr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 26 0.00 455 0.057 26 0.1 9.241 A
C-AB 4 0.00 553 0.007 4 0.0 7.205 A
C-A 262 0.00 262
A-B 17 0.00 17
AC 304 0.00 304
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18:00 - 18:15
sweanm | Tofemand | pedesion [ oy | wec [ Thwswa | Edmeie [ oy [ Snisnaled
B-AC 22 0.00 474 0.046 22 0.1 8.760 A
C-AB 3 0.00 566 0.005 3 0.0 7.034 A
C-A 219 0.00 219
A-B 14 0.00 14
A-C 254 0.00 254
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Data Errors and Warnings
No errors or warnings

Junctions
Junction | Name | Junction type | Arm A Direction | Arm B Direction | Arm C Direction | Use circulating lanes | Junction Delay (s) | Junction LOS
1 untitled T-Junction Two-way Two-way Two-way 0.49 A

Junction Network

Driving side Lighting Network delay (s) | Network LOS
Left Normal/unknown 0.49 A

Demand Set Details

ID | Year | Scenario | Time period | Traffic profile type | Start time (HH:mm) | Finish time (HH:mm) | Time segment length (min)
D3 | 2030 | Forecast AM ONE HOUR 07:45 09:15 15

Demand overview (Traffic)

Arm | Linked arm | Use O-D data | Average Demand (PCU/hr) | Scaling Factor (%)
A v 363 100.000
B v 43 100.000
C v 783 100.000

Demand (PCU/hr)

To
A | B|C
0 | 43320
From
B |3 | 0|13
c |776| 7 0

Heavy Vehicle %

To
A B | C
10 | 10 | 10
From
B |10 10| 10
c |10 10| 10
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Results

Results Summary for whole modelled period

Stream Max RFC Max Delay (s) Max Queue (PCU) Max LOS
B-AC 0.13 12.37 0.2 B
C-AB 0.01 7.52 0.0 A

C-A
A-B
A-C

Main Results for each time segment

07:45 - 08:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pCy/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 32 0.00 438 0.074 32 0.1 9.737 A
C-AB 5 0.00 565 0.009 5 0.0 7.074 A
C-A 584 0.00 584
AB 32 0.00 32
AC 241 0.00 241
08:00 - 08:15
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 39 0.00 409 0.095 39 0.1 10.686 B
C-AB 6 0.00 552 0.011 6 0.0 7.255
C-A 698 0.00 698
A-B 39 0.00 39
A-C 288 0.00 288
08:15 - 08:30
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 47 0.00 367 0.129 47 0.2 12.356 B
C-AB 8 0.00 534 0.014 8 0.0 7.522 A
C-A 854 0.00 854
A-B 47 0.00 47
A-C 352 0.00 352
08:30 - 08:45
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pcurhr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 47 0.00 367 0.129 47 0.2 12.371 B
C-AB 8 0.00 534 0.014 8 0.0 7522
C-A 854 0.00 854
AB 47 0.00 47
A-C 352 0.00 352
08:45 - 09:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " bcuihr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 39 0.00 409 0.095 39 0.1 10.702 B
C-AB 6 0.00 552 0.011 6 0.0 7.256 A
C-A 698 0.00 698
A-B 39 0.00 39
AC 288 0.00 288

file:///C:/Users/l.millar/AppData/Local/Temp/Roman Fields - Warwick Road_Junctions 11 Report/main.htm

10/26



1/21/26, 12:00 PM

main.htm

09:00 - 09:15

sweanm | Tofsmand | pedesion [ oy | wec [ Thswa | Edmeie [ oy [ Snisnaled
B-AC 32 0.00 438 0.074 32 0.1 9.760 A
C-AB 5 0.00 565 0.009 5 0.0 7.077 A
C-A 584 0.00 584

A-B 32 0.00 32

A-C 241 0.00 241
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Data Errors and Warnings

No errors or warnings

Junctions

main.htm

Junction | Name | Junction type | Arm A Direction | Arm B Direction

Arm C Direction

Use circulating lanes | Junction Delay (s)

Junction LOS

1 untitled

T-Junction

Two-way Two-way

Two-way

0.48

A

Junction Network

Driving side Lighting

Network delay (s) | Network LOS

Left Normal/unknown

0.48 A

Demand Set Details

ID | Year | Scenario

Time period | Traffic profile type | Start time (HH:mm)

Finish time (HH:mm)

Time segment length (min)

D4 | 2030 | Forecast

PM

ONE HOUR

16:45

18:15

15

Demand overview (Traffic)

Arm | Linked arm | Use O-D data | Average Demand (PCU/hr) | Scaling Factor (%)
A v 379 100.000
B v 31 100.000
C v 313 100.000

Demand (PCU/hr)

To
A B|C
0 | 20359
From B | 25| 0 6
C (309 4 0
Heavy Vehicle %
To
A B |C
10 | 10 | 10
From B |10 |10 | 10
c |10 10| 10
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Results
Results Summary for whole modelled period

Stream Max RFC Max Delay (s) Max Queue (PCU) Max LOS
B-AC 0.08 10.33 0.1 B
C-AB 0.01 7.54 0.0 A
C-A
A-B
A-C

Main Results for each time segment

16:45 - 17:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pCy/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 23 0.00 466 0.050 23 0.1 8.931 A
C-AB 3 0.00 562 0.005 3 0.0 7.083 A
C-A 233 0.00 233
AB 15 0.00 15
AC 270 0.00 270
17:00 - 17:15
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 28 0.00 446 0.063 28 0.1 9.473 A
C-AB 4 0.00 548 0.007 4 0.0 7.266 A
C-A 278 0.00 278
A-B 18 0.00 18
A-C 323 0.00 323
17:15-17:30
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 34 0.00 a7 0.082 34 0.1 10.329 B
C-AB 4 0.00 530 0.008 4 0.0 7537 A
C-A 340 0.00 340
A-B 22 0.00 22
A-C 395 0.00 395
17:30 - 17:45
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pcurhr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 34 0.00 a7 0.082 34 0.1 10.334 B
C-AB 4 0.00 530 0.008 4 0.0 7537
C-A 340 0.00 340
A-B 22 0.00 22
AC 395 0.00 395
17:45 - 18:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " bcyihr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 28 0.00 446 0.063 28 0.1 9.481 A
C-AB 4 0.00 548 0.007 4 0.0 7.267 A
C-A 278 0.00 278
A-B 18 0.00 18
AC 323 0.00 323
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18:00 - 18:15
sweanm | Tofsmand | pedesion [ oy | wec [ Thswa | Endmeie [ oy [ Snisnalsed
B-AC 23 0.00 466 0.050 23 0.1 8.945 A
C-AB 3 0.00 562 0.005 3 0.0 7.086 A
C-A 233 0.00 233
A-B 15 0.00 15
A-C 270 0.00 270
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D5 - 2030 | Forecast + Committed | AM

Data Errors and Warnings

No errors or warnings

Junction Network

Junctions
Junction | Name | Junction type | Arm A Direction | Arm B Direction | Arm C Direction | Use circulating lanes | Junction Delay (s) | Junction LOS
1 untitled T-Junction Two-way Two-way Two-way 1.34 A
Junction Network
Driving side Lighting Network delay (s) | Network LOS
Left Normal/unknown 1.34 A
Traffic Demand
Demand Set Details
ID | Year Scenario Time period | Traffic profile type | Start time (HH:mm) | Finish time (HH:mm) | Time segment length (min)
D5 | 2030 | Forecast + Committed AM ONE HOUR 07:45 09:15 15

Demand overview (Traffic)

Arm | Linked arm | Use O-D data | Average Demand (PCU/hr) | Scaling Factor (%)
A v 405 100.000
B v 95 100.000
C v 851 100.000

Origin-Destination Data

Demand (PCU/hr)

To
A | B|C
0 | 61344
From
B |8 | 0| 14
C | 843 | 8 0

Vehicle Mix

Heavy Vehicle %

To
A B | C
10 | 10 | 10
From
B |10 10| 10
c | 10|10 | 10
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Results
Results Summary for whole modelled period

Stream Max RFC Max Delay (s) Max Queue (PCU) Max LOS
B-AC 0.33 18.46 0.5 C
C-AB 0.02 7.71 0.0 A
C-A
A-B
A-C

Main Results for each time segment

07:45 - 08:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pcurhr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 72 0.00 399 0179 71 0.2 12.031 B
C-AB 6 0.00 557 0.011 6 0.0 7.183 A
C-A 635 0.00 635
AB 46 0.00 46
AC 259 0.00 259
08:00 - 08:15
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCUIhr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 85 0.00 366 0.234 85 0.3 14.096 B
C-AB 7 0.00 543 0013 7 0.0 7.393
C-A 758 0.00 758
A-B 55 0.00 55
A-C 309 0.00 309
08:15 - 08:30
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 105 0.00 319 0.328 104 05 18.331 C
C-AB 9 0.00 523 0.017 9 0.0 7.705 A
C-A 928 0.00 928
A-B 67 0.00 67
A-C 379 0.00 379
08:30 - 08:45
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pcurhr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 105 0.00 319 0.328 105 0.5 18.456 C
C-AB 9 0.00 523 0.017 9 0.0 7.705 A
C-A 928 0.00 928
A-B 67 0.00 67
AC 379 0.00 379
08:45 - 09:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " bcUihr) demand (Ped/hr) (PCU/hr) RFC (PCU’hr) (PCU) Delay (s) level of service
B-AC 85 0.00 366 0.234 86 0.3 14.211 B
C-AB 7 0.00 543 0.013 7 0.0 7.393 A
C-A 758 0.00 758
A-B 55 0.00 55
A-C 309 0.00 309
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09:00 - 09:15
sweanm | Togsmand | pedesdon )|y | weo [ s | Endaeie | oy | Snisnalsed
B-AC 72 0.00 399 0.179 72 0.2 12.129 B
C-AB 6 0.00 557 0.011 6 0.0 7.186
C-A 635 0.00 635
A-B 46 0.00 46
A-C 259 0.00 259
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D6 - 2030 | Forecast + Committed | PM

Data Errors and Warnings
No errors or warnings

Junction Network

Junctions
Junction | Name | Junction type | Arm A Direction | Arm B Direction | Arm C Direction | Use circulating lanes | Junction Delay (s) | Junction LOS
1 untitled T-Junction Two-way Two-way Two-way 0.86 A
Junction Network
Driving side Lighting Network delay (s) | Network LOS
Left Normal/unknown 0.86 A
Traffic Demand
Demand Set Details
ID | Year Scenario Time period | Traffic profile type | Start time (HH:mm) | Finish time (HH:mm) | Time segment length (min)
D6 | 2030 | Forecast + Committed PM ONE HOUR 16:45 18:15 15

Demand overview (Traffic)

Arm | Linked arm | Use O-D data | Average Demand (PCU/hr) | Scaling Factor (%)
A v 493 100.000
B v 58 100.000
C v 350 100.000

Origin-Destination Data

Demand (PCU/hr)
To
A |B| C
0 | 70 | 423
From
B|51|0| 7
C (345 5| 0

Vehicle Mix

Heavy Vehicle %

To
A B | C
10 | 10 | 10
From
B |10 10| 10
c | 10|10 | 10
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Results
Results Summary for whole modelled period

Stream Max RFC Max Delay (s) Max Queue (PCU) Max LOS
B-AC 0.17 12.63 0.2 B
C-AB 0.01 8.02 0.0 A
C-A
A-B
A-C

Main Results for each time segment

16:45 - 17:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pcurhr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 44 0.00 436 0.100 43 0.1 10.057 B
C-AB 4 0.00 541 0.007 4 0.0 7.370 A
C-A 260 0.00 260
AB 53 0.00 53
A-C 318 0.00 318
17:00 - 17:15
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 52 0.00 412 0.127 52 0.2 11.003 B
C-AB 4 0.00 523 0.009 4 0.0 7.630
C-A 310 0.00 310
A-B 63 0.00 63
A-C 380 0.00 380
17:15-17:30
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 64 0.00 377 0.169 64 0.2 12.608 B
C-AB 6 0.00 499 0.011 5 0.0 8.024 A
C-A 380 0.00 380
A-B 77 0.00 77
A-C 466 0.00 466
17:30 - 17:45
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pcurhr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 64 0.00 377 0.169 64 0.2 12.628 B
C-AB 6 0.00 499 0.011 6 0.0 8.024
C-A 380 0.00 380
A-B 77 0.00 77
A-C 466 0.00 466
17:45 - 18:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " e Uihr) demand (Ped/hr) (PCU/hr) RFC (PCU’hr) (PCU) Delay (s) level of service
B-AC 52 0.00 412 0.127 52 0.2 11.027 B
C-AB 4 0.00 523 0.009 5 0.0 7.631 A
C-A 310 0.00 310
A-B 63 0.00 63
AC 380 0.00 380
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18:00 - 18:15
sweanm | Tofsmand | pedeson [ Gy | weo [ Towmes | Endaeie | oy | Snisnalsed
B-AC 44 0.00 436 0.100 44 0.1 10.089 B
C-AB 4 0.00 541 0.007 4 0.0 7.370
C-A 260 0.00 260
A-B 53 0.00 53
A-C 318 0.00 318
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D7 - 2030 | Forecast + Committed + Proposed |

AM

Data Errors and Warnings
No errors or warnings

Junction Network

Junctions
Junction | Name | Junction type | Arm A Direction | Arm B Direction | Arm C Direction | Use circulating lanes | Junction Delay (s) | Junction LOS
1 untitled T-Junction Two-way Two-way Two-way 1.35 A
Junction Network
Driving side Lighting Network delay (s) | Network LOS
Left Normal/unknown 1.35 A
Traffic Demand
Demand Set Details
ID | Year Scenario Time period | Traffic profile type | Start time (HH:mm) | Finish time (HH:mm) | Time segment length (min)
D7 | 2030 | Forecast + Committed + Proposed AM ONE HOUR 07:45 09:15 15

Demand overview (Traffic)

Arm | Linked arm | Use O-D data | Average Demand (PCU/hr) | Scaling Factor (%)
A v 405 100.000
B v 95 100.000
Cc v 903 100.000

Origin-Destination Data
Demand (PCU/hr)

To
B| C
0 [61]344
From
B |8 | 0| 14
C |89 | 8 0

Vehicle Mix

Heavy Vehicle %

To
A B | C
10 | 10 | 10
From
B |10 |10 | 10
c |10 |10 | 10
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Results
Results Summary for whole modelled period

Stream Max RFC Max Delay (s) Max Queue (PCU) Max LOS
B-AC 0.34 19.27 0.6 C
C-AB 0.02 7.71 0.0 A
C-A
A-B
A-C

Main Results for each time segment

07:45 - 08:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " bcurhr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 72 0.00 393 0.182 71 0.2 12.248 B
C-AB 6 0.00 557 0.011 6 0.0 7.183 A
C-A 674 0.00 674
AB 46 0.00 46
AC 259 0.00 259
08:00 - 08:15
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 85 0.00 358 0.238 85 0.3 14.467 B
C-AB 7 0.00 543 0.013 7 0.0 7.393
C-A 805 0.00 805
A-B 55 0.00 55
A-C 309 0.00 309
08:15 - 08:30
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 105 0.00 310 0.337 104 05 19.122 C
C-AB 9 0.00 523 0017 9 0.0 7.705 A
C-A 985 0.00 985
A-B 67 0.00 67
A-C 379 0.00 379
08:30 - 08:45
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pcurhr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 105 0.00 310 0.337 105 0.6 19.265 C
C-AB 9 0.00 523 0.017 9 0.0 7.705 A
C-A 985 0.00 985
AB 67 0.00 67
AC 379 0.00 379
08:45 - 09:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pocyihr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 85 0.00 358 0.238 86 0.4 14.592 B
C-AB 7 0.00 543 0.013 7 0.0 7.393 A
C-A 805 0.00 805
A-B 55 0.00 55
AC 309 0.00 309
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09:00 - 09:15
sweanm | Tofsmand | pedesion | Gmy | weo [ Towmes | Endaeie | oy | Snisnalsed
B-AC 72 0.00 393 0.182 72 0.2 12.354 B
C-AB 6 0.00 557 0.011 6 0.0 7.186
C-A 674 0.00 674
A-B 46 0.00 46
A-C 259 0.00 259
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D8 - 2030 | Forecast + Committed + Proposed |

PM

Data Errors and Warnings
No errors or warnings

Junction Network

Junctions
Junction | Name | Junction type | Arm A Direction | Arm B Direction | Arm C Direction | Use circulating lanes | Junction Delay (s) | Junction LOS
1 untitled T-Junction Two-way Two-way Two-way 0.84 A
Junction Network
Driving side Lighting Network delay (s) | Network LOS
Left Normal/unknown 0.84 A
Traffic Demand
Demand Set Details
ID | Year Scenario Time period | Traffic profile type | Start time (HH:mm) | Finish time (HH:mm) | Time segment length (min)
D8 | 2030 | Forecast + Committed + Proposed PM ONE HOUR 16:45 18:15 15

Demand overview (Traffic)

Arm | Linked arm | Use O-D data | Average Demand (PCU/hr) | Scaling Factor (%)
A v 493 100.000
B v 58 100.000
Cc v 376 100.000

Origin-Destination Data
Demand (PCU/hr)

To
B| C
0 [ 70423
From
B |51 |0 7
c |371| 5 0

Vehicle Mix

Heavy Vehicle %

To
A B | C
10 | 10 | 10
From
B |10 |10 | 10
c |10 10| 10
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Results
Results Summary for whole modelled period
Stream Max RFC Max Delay (s) Max Queue (PCU) Max LOS
B-AC 0.17 12.81 0.2 B
C-AB 0.01 8.02 0.0 A
C-A
A-B
A-C
Main Results for each time segment
16:45 - 17:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pcurhr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 44 0.00 434 0.101 43 0.1 10.133 B
C-AB 4 0.00 541 0.007 4 0.0 7.370 A
C-A 279 0.00 279
A-B 53 0.00 53
A-C 318 0.00 318
17:00 - 17:15
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 52 0.00 408 0.128 52 0.2 11.112 B
C-AB 4 0.00 523 0.009 4 0.0 7.630
C-A 334 0.00 334
A-B 63 0.00 63
A-C 380 0.00 380
17:15-17:30
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 64 0.00 373 0.171 64 0.2 12.786 B
C-AB 6 0.00 499 0.011 5 0.0 8.024 A
C-A 408 0.00 408
A-B 77 0.00 77
A-C 466 0.00 466
17:30 - 17:45
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " bcurhr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 64 0.00 373 0.171 64 0.2 12.806 B
C-AB 6 0.00 499 0.011 6 0.0 8.024
C-A 408 0.00 408
A-B 77 0.00 77
A-C 466 0.00 466
17:45 - 18:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pcU/hr) demand (Ped/hr) (PCU/hr) RFC (PCU’hr) (PCU) Delay (s) level of service
B-AC 52 0.00 408 0.128 52 0.2 11.139 B
C-AB 4 0.00 523 0.009 5 0.0 7.634 A
C-A 334 0.00 334
A-B 63 0.00 63
A-C 380 0.00 380
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18:00 - 18:15
sweanm | Tofsmand | pedeson | Gy | weo [ Towmes | Edasie | oy | Snisnalsed
B-AC 44 0.00 434 0.101 44 0.1 10.165 B
C-AB 4 0.00 541 0.007 4 0.0 7.373
C-A 279 0.00 279
A-B 53 0.00 53
A-C 318 0.00 318
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Junctions 11

PICADY 11 - Priority Intersection Module

Version: 11.1.0.2307
© Copyright TRL Software Limited, 2024

For sales and distribution information, program advice and maintenance, contact TRL Software:
+44 (0)1344 379777  software@trl.co.uk trlsoftware.com

solution

The users of this computer program for the solution of an engineering problem are in no way relieved of their responsibility for the correctness of the

Filename: Warwick Road - Nickling Road.j11

Path: P:\Central\530-539\537 Savills Oxford\537.0006 Warwick Road, Banbury\03 Technica\TPL\Modelling

Report generation date: 21/01/2026 11:02:44

»D1 - 2025 | Base | AM
»D2 - 2025 | Base | PM

»D3 - 2030 | Forecast | AM
»D4 - 2030 | Forecast | PM

»D5 - 2030 | Forecast + Committed | AM
»D6 - 2030 | Forecast + Committed | PM
»D7 - 2030 | Forecast + Committed + Proposed | AM
»D8 - 2030 | Forecast + Committed + Proposed | PM

Summary of junction performance

AM PM
Set ID | Queue (PCU) | Delay (s) | RFC | LOS | Set ID | Queue (Pcu) | Delay (s) | RFC | LOS
2025 - Base
Stream B-AC o1 0.2 749 [012| A 0o 0.1 7.05 |0.06
Stream C-AB 0.1 746 [0.08| A 0.1 771 | om
2030 - Forecast
Stream B-AC D3 0.2 767 [013]| A o4 0.1 714 | 0.07
Stream C-AB 0.1 756 [0.08| A 0.1 7.84 |0.12
2030 - Forecast + Committed
Stream B-AC D5 0.2 837 (014 A 06 0.1 755 |0.07
Stream C-AB 0.1 808 |0.09| A 0.1 812 |[0.12
2030 - Forecast + Committed + Proposed
Stream B-AC 07 0.2 837 [014| A 08 0.1 755 |0.07
Stream C-AB 0.1 808 [0.09| A 0.1 812 |[0.12

Values shown are the highest values encountered over all time segments. Delay is the maximum value of average delay per arriving vehicle.

File summary

File Description

Title

Location

Site number

Date

15/12/2025

Version

Status

(new file)

Identifier

Client

Jobnumber

Enumerator

AD\l.millar

Description
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Units
Distance units | Speed units | Traffic units input | Traffic units results | Flow units | Average delay units | Total delay units | Rate of delay units
m kph PCU PCU perHour s -Min perMin

Analysis Options

PICADY short flare model

Calculate Queue Percentiles

Calculate residual capacity

RFC Threshold

Average Delay threshold (s)

Queue threshold (PCU)

JUNCTIONS 11.1

0.85

36.00

20.00

Demand Set Summary

ID | Year Scenario Time period | Traffic profile type | Start time (HH:mm) | Finish time (HH:mm) | Time segment length (min)
D1 | 2025 | Base AM ONE HOUR 07:45 09:15 15
D2 | 2025 | Base PM ONE HOUR 16:45 18:15 15
D3 | 2030 | Forecast AM ONE HOUR 07:45 09:15 15
D4 | 2030 | Forecast PM ONE HOUR 16:45 18:15 15
D5 | 2030 | Forecast + Committed AM ONE HOUR 07:45 09:15 15
D6 | 2030 | Forecast + Committed PM ONE HOUR 16:45 18:15 15
D7 | 2030 | Forecast + Committed + Proposed AM ONE HOUR 07:45 09:15 15
D8 | 2030 | Forecast + Committed + Proposed PM ONE HOUR 16:45 18:15 15
Analysis Set Details
ID | Network flow scaling factor (%)
A1 100.000
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Data Errors and Warnings

No errors or warnings

main.htm

Junctions
Junction | Name | Junction type | Arm A Direction | Arm B Direction | Arm C Direction | Use circulating lanes | Junction Delay (s) | Junction LOS
1 untitled T-Junction Two-way Two-way Two-way 1.08 A
Junction Network
Driving side Lighting Network delay (s) | Network LOS
Left Normal/unknown 1.08 A
Arms
Arm Name Description | Arm type
A | Warwick Road (North) Major
B | Nickling Road Minor
C | Warwick Road (South) Major
Major Arm Geometry
Arm | Width of carriageway (m) | Has kerbed central reserve | Has right-turn storage | Visibility for right turn (m) | Blocks? | Blocking queue (PCU)
C 6.00 156.0 v 6.00

Geometries for Arm C are measured opposite Arm B. Geometries for Arm A (if relevant) are measured opposite Arm D.

Minor Arm Geometry

Arm | Minor arm type | Lane width (m) | Visibility to left (m) | Visibility to right (m)
B One lane 3.60 120 152
Slope / Intercept / Capacity
Priority Intersection Slopes and Intercepts
Slope | Slope | Slope | Slope
Stream Intercept for for for for
(PCUMN) | B | AC | C-A | CB
B-A 630 0.115 | 0.290 | 0.183 | 0.415
B-C 763 0.117 | 0.296 - -
C-B 664 0.257 | 0.257 - -

The slopes and intercepts shown above include custom intercept adjustments only.

Streams may be combined, in which case capacity will be adjusted.
Values are shown for the first time segment only; they may differ for subsequent time segments.

Demand Set Details

ID | Year

Scenario

Time period

Traffic profile type

Start time (HH:mm)

Finish time (HH:mm)

Time segment length (min)

D1 | 2025

Base

AM

ONE HOUR

07:45

09:15

15
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Demand overview (Traffic)

Arm | Linked arm | Use O-D data | Average Demand (PCU/hr) | Scaling Factor (%)
A v 311 100.000
B v 67 100.000
C v 367 100.000

Demand (PCU/hr)

To
A | B|C
0 7 | 304
From
B |14 | 0 | 53
C | 326 | 41 0

Heavy Vehicle %

To
A B | C
10 | 10 | 10
From
B |10 |10 | 10
Cc |10 |10 | 10

Results Summary for whole modelled period

Stream Max RFC Max Delay (s) Max Queue (PCU) Max LOS
B-AC 0.12 7.49 0.2 A
C-AB 0.08 7.46 0.1 A
C-A
A-B
A-C

Main Results for each time segment

07:45 - 08:00
Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream | " pcuihr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service

B-AC 50 0.00 644 0.078 50 0.1 6.659 A

C-AB 31 0.00 604 0.051 31 0.1 6.902 A

C-A 245 0.00 245

A-B 5 0.00 5

A-C 229 0.00 229
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08:00-0

8:15

Total Demand Pedestrian Capacity Throughput End queue Unsignalised
Stream (PCUIhr) demand (Ped/hr) (PCU/hr) RFC (PCU/hr) (PCU) Delay (s) level of service
B-AC 60 0.00 627 0.096 60 0.1 6.986 A
C-AB 37 0.00 592 0.062 37 0.1 7.128 A
C-A 293 0.00 293
A-B 6 0.00 6
A-C 273 0.00 273
08:15 - 08:30
Total Demand Pedestrian
Stream (PCU/hr) dema
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