
Front door frame and flush threshold
assembly as detailed within internal
specification to be installed over main DPC.
Back edge of frame to be set 30mm in to
cavity. Maximum vertical upstand over the
threshold not to exceed 15mm.
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DPC to be min. 150mm above adjacent ground
level. DPC under door threshold  to be min
400mm wide to enable lap & bonding with DPM.

ACO 'HEXDrain Brickslot' hidden
drainage channel (across width of door
opening), with integral outlet.

Front Door -
GRP Finish
Black

Front Door -
GRP Finish
Black

Garage Door -
Finish Metal
Painted Black

SSL

Minimum 75mm structural topping, fully

reinforced to prevent cracking, laid to 25mm
overall fall towards garage doors.
Engineer to provide reinforcement detail.

Drive make up as engineers details.

Garage Door as EMS

25mm fall from back of garage

Drainage Channel required in front of door where drive
falls towards garage (regardless of driveway finish type).
See engineers details.

125x115mm in-situ C20 concrete
threshold strip, tamped to receive
smooth and uniform finish to top
surface, block below cut to suit.
Alternatively use a Bullnose kerb
across length of door opening.

Front Door (& Rear Part M)
Threshold Section
(scale 1:20)

Garage Door
Threshold Section
(scale 1:20)

Typical Door Elevations - refer to planning
drawings for porch / head detail proposed.

Typical Door Elevation - refer to planning
drawings for head detail proposed.

Rear/Side
Door - White
UPVC

Rear Patio
Door - White
UPVC
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Door frame and threshold assembly as
detailed within internal specification to be
installed over main DPC. Back edge of frame
to be set 30mm in to cavity.

DPC to be min. 150mm above adjacent ground
level. DPC under door threshold  to be min
400mm wide to enable lap & bonding with DPM.

Typical Rear Door Elevations - refer to
planning drawings for head detail proposed.

This drawing is to be read in
conjunction with all relevant
Specifications, schedules and
Engineers details.
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All dimensions to be checked on site prior to the

commencement of construction and any

discrepancy should be reported to the Site

Manager.

This drawing may not be reproduced in any part or
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Metric drawing.

All imperial dimensions (if any) are approximate.

Sub-Contractors MUST ensure that they have the

latest issue drawing before they commence work

on site.
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