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ity tray to window and door
openings, tray to have stop ends

at least two weep holes o be
provided per opening at no greater
than 450mm clc

Render Finish

Mastic sealant to front and back of

window frame

-u Door

DOOR HEAD DETAIL:

NO HEADER TREATMENT - RENDER

Doorset in softwood frame with
composite/hardwood cill set back
135mm from face of brickwork to inside
of frame to provide min 30mm overlap
of frame to closer. Finished in black

Foundations to Structural Engineer's
details

DOOR CILL DETAIL:

NO HEADER TREATMENT - RENDER
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Cavity tray to window and
door openings, tray to
have stop ends with at

Lintel
Design

least two weep holes to be
provided per opening atno
greater than 450mm c/c

Render Finish

Mastic sealant to front and
back of window frame

Alitherm Heritage Window System

finished in RAL 9005 Jet Black

WINDOW HEAD DETAIL:

NO HEADER TREATMENT - RENDER

Window frame set back 108mm
from finished render face to side of
frame to provide min. 50mm

lap of frame to closer.

Finished in RAL 9005 Jet Black

Mastic sealant to front and back of
window frame

Extended aluminium ith
nominal 30mm O/H finished in
RAL 9005 Jet Black

Insulated cavity closer to window
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Face work refer to house type/site

material schedule

WINDOW CILL DETAIL:

NO CILL TREATMENT
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WINDOW JAMB DETAIL:

NO HEADER TREATMENT - RENDER

Do not scale from this drawing. Use written dis

SITE/DRAWING REF:

Parcel B6, Upper Heyford

DRAWING TITLE:
Window & Door Planning Details
1:20 @ A3

only. Any di or

is to be reported to Bovis Homes Ltd. This drawing is the copyright of Bovis Homes Ltd.




