
Queueing Delay results: (17:15-17:30) 

Queueing Delay results: (17:30-17:45) 

Base + Development - 2015 SENSITIVITY, AM 

Data Errors and Warnings 
No errors or warnings 

Analysis Set Details 

Demand Set Details 

Junction Network 

Junctions 

Junction Network Options 

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 3.81 0.25 9.537 A A

B-A 6.74 0.45 15.262 C B

C-AB 0.23 0.02 7.729 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 2.71 0.18 8.173 A A

B-A 4.33 0.29 11.909 B B

C-AB 0.18 0.01 7.159 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Name
Roundabout 

Capacity Model
Description

Include In 

Report

Use Specific 

Demand Set(s)

Specific 

Demand Set

(s)

Locked

Network Flow 

Scaling Factor 

(%)

Network Capacity 

Scaling Factor (%)

Reason For 

Scaling 

Factors

Base + 

Development
N/A   ü       100.000 100.000  

Name
Scenario 

Name

Time 

Period 

Name

Description

Traffic 

Profile 

Type

Model 

Start 

Time 

(HH:mm)

Model 

Finish 

Time 

(HH:mm)

Model 

Time 

Period 

Length 

(min)

Time 

Segment 

Length 

(min)

Results 

For 

Central 

Hour 

Only

Single 

Time 

Segment 

Only

Locked
Run 

Automatically

Use 

Relationship

2015 

SENSITIVITY, 

AM

2015 

SENSITIVITY
AM  

ONE 

HOUR
07:30 09:00 90 15       ü  

Junction Name Junction Type Major Road Direction Arm Order Do Geometric Delay Junction Delay (s) Junction LOS

1 Proposed site access T-Junction Two-way A,B,C   6.19 A

Driving Side Lighting

Left Normal/unknown
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Arms 

Arms 

Major Arm Geometry 

Geometries for Arm C are measured opposite Arm B. Geometries for Arm A (if relevant) are measured opposite Arm D. 

Minor Arm Geometry 

Slope / Intercept / Capacity 

Priority Intersection Slopes and Intercepts 

The slopes and intercepts shown above do NOT include any corrections or adjustments. 

Streams may be combined, in which case capacity will be adjusted. 

Values are shown for the first time segment only; they may differ for subsequent time segments. 

Traffic Flows 

Demand Set Data Options 

Name Arm Name Description Arm Type

Langford Lane (E) A Langford Lane (E)   Major

Site Access Road B Site Access Road   Minor

Langford Lane (W) C Langford Lane (W)   Major

Name
Width of 

carriageway (m)

Has kerbed 

central reserve

Width of kerbed 

central reserve (m)

Has right 

turn bay

Width For 

Right Turn (m)

Visibility For 

Right Turn (m)
Blocks?

Blocking 

Queue (PCU)

Langford 

Lane (W)
7.10   0.00 ü 3.50 250.00 ü 6.00

Name

Minor 

Arm 

Type

Lane 

Width 

(m)

Lane 

Width 

(Left) (m)

Lane 

Width 

(Right) 

(m)

Width at 

give-way 

(m)

Width 

at 5m 

(m)

Width at 

10m (m)

Width at 

15m (m)

Width at 

20m (m)

Estimate 

Flare 

Length

Flare 

Length 

(PCU)

Visibility 

To Left (m)

Visibility 

To Right 

(m)

Site 

Access 

Road

One 

lane 

plus 

flare

      10.00 10.00 6.67 5.53 4.99 ü 3.00 156 130

Junction Stream
Intercept

(Veh/hr)

Slope

for 

A-B

Slope

for 

A-C

Slope

for 

C-A

Slope

for 

C-B

1 B-A 639.039 0.111 0.280 0.176 0.400

1 B-C 756.581 0.110 0.279 - -

1 C-B 820.431 0.303 0.303 - -

Default 

Vehicle 

Mix

Vehicle 

Mix Varies 

Over Time

Vehicle 

Mix Varies 

Over Turn

Vehicle 

Mix Varies 

Over Entry

Vehicle Mix 

Source

PCU 

Factor 

for a HV 

(PCU)

Default 

Turning 

Proportions

Estimate 

from 

entry/exit 

counts

Turning 

Proportions 

Vary Over Time

Turning 

Proportions 

Vary Over Turn

Turning 

Proportions 

Vary Over Entry

    ü ü
HV 

Percentages
2.00       ü ü
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Entry Flows 

General Flows Data 

Turning Proportions 

Turning Counts / Proportions (Veh/hr) - Proposed site access (for whole period) 

Turning Proportions (Veh) - Proposed site access (for whole period) 

Vehicle Mix 

Average PCU Per Vehicle - Proposed site access (for whole period) 

Heavy Vehicle Percentages - Proposed site access (for whole period) 

Name Profile Type Use Turning Counts Average Demand Flow (Veh/hr) Flow Scaling Factor (%)

Langford Lane (E) ONE HOUR ü 345.00 100.000

Site Access Road ONE HOUR ü 10.00 100.000

Langford Lane (W) ONE HOUR ü 1038.00 100.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.000 28.000 317.000

 Site Access Road  5.000 0.000 5.000

 Langford Lane (W)  1003.000 35.000 0.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.00 0.08 0.92

 Site Access Road  0.50 0.00 0.50

 Langford Lane (W)  0.97 0.03 0.00

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  1.000 1.000 1.104

 Site Access Road  1.000 1.000 1.000

 Langford Lane (W)  1.022 1.000 1.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.0 0.0 10.4

 Site Access Road  0.0 0.0 0.0

 Langford Lane (W)  2.2 0.0 0.0
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Results 

Results Summary for whole modelled period 

 

 

 

 

 

 

Main Results for each time segment 

Main results: (07:30-07:45) 

Main results: (07:45-08:00) 

Main results: (08:00-08:15) 

Stream
Max 

RFC

Max 

Delay 

(s)

Max 

Queue 

(Veh)

Max 

LOS

Average 

Demand 

(Veh/hr)

Total 

Junction 

Arrivals (Veh)

Total 

Queueing 

Delay (Veh-

min)

Average 

Queueing 

Delay (s)

Rate Of 

Queueing Delay 

(Veh-min/min)

Inclusive Total 

Queueing Delay 

(Veh-min)

Inclusive 

Average 

Queueing Delay 

(s)

B-C 0.01 5.65 0.01 A 4.59 6.88 0.63 5.47 0.01 0.63 5.47

B-A 0.02 11.69 0.02 B 4.59 6.88 1.16 10.13 0.01 1.16 10.13

C-AB 0.06 5.49 0.06 A 32.12 48.17 4.25 5.29 0.05 4.25 5.29

C-A - - - - 920.37 1380.56 - - - - -

A-B - - - - 25.69 38.54 - - - - -

A-C - - - - 290.88 436.33 - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 3.76 0.94 3.74 0.00 679.18 0.006 0.00 0.01 5.329 A

B-A 3.76 0.94 3.73 0.00 416.36 0.009 0.00 0.01 8.724 A

C-AB 26.35 6.59 26.20 0.00 734.31 0.036 0.00 0.04 5.082 A

C-A 755.11 188.78 755.11 0.00 - - - - - -

A-B 21.08 5.27 21.08 0.00 - - - - - -

A-C 238.65 59.66 238.65 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 4.49 1.12 4.49 0.00 663.80 0.007 0.01 0.01 5.459 A

B-A 4.49 1.12 4.48 0.00 373.17 0.012 0.01 0.01 9.764 A

C-AB 31.46 7.87 31.43 0.00 717.59 0.044 0.04 0.05 5.246 A

C-A 901.68 225.42 901.68 0.00 - - - - - -

A-B 25.17 6.29 25.17 0.00 - - - - - -

A-C 284.98 71.24 284.98 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 5.51 1.38 5.50 0.00 642.57 0.009 0.01 0.01 5.650 A

B-A 5.51 1.38 5.48 0.00 313.40 0.018 0.01 0.02 11.691 B

C-AB 38.54 9.63 38.48 0.00 694.48 0.055 0.05 0.06 5.487 A

C-A 1104.32 276.08 1104.32 0.00 - - - - - -

A-B 30.83 7.71 30.83 0.00 - - - - - -

A-C 349.02 87.26 349.02 0.00 - - - - - -
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Main results: (08:15-08:30) 

Main results: (08:30-08:45) 

Main results: (08:45-09:00) 

Queueing Delay Results for each time segment 

Queueing Delay results: (07:30-07:45) 

Queueing Delay results: (07:45-08:00) 

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 5.51 1.38 5.50 0.00 642.42 0.009 0.01 0.01 5.651 A

B-A 5.51 1.38 5.50 0.00 313.45 0.018 0.02 0.02 11.689 B

C-AB 38.54 9.63 38.54 0.00 694.48 0.055 0.06 0.06 5.487 A

C-A 1104.32 276.08 1104.32 0.00 - - - - - -

A-B 30.83 7.71 30.83 0.00 - - - - - -

A-C 349.02 87.26 349.02 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 4.49 1.12 4.50 0.00 663.53 0.007 0.01 0.01 5.464 A

B-A 4.49 1.12 4.52 0.00 373.28 0.012 0.02 0.01 9.762 A

C-AB 31.46 7.87 31.51 0.00 717.59 0.044 0.06 0.05 5.249 A

C-A 901.68 225.42 901.68 0.00 - - - - - -

A-B 25.17 6.29 25.17 0.00 - - - - - -

A-C 284.98 71.24 284.98 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 3.76 0.94 3.77 0.00 678.84 0.006 0.01 0.01 5.334 A

B-A 3.76 0.94 3.78 0.00 416.48 0.009 0.01 0.01 8.722 A

C-AB 26.35 6.59 26.38 0.00 734.31 0.036 0.05 0.04 5.087 A

C-A 755.11 188.78 755.11 0.00 - - - - - -

A-B 21.08 5.27 21.08 0.00 - - - - - -

A-C 238.65 59.66 238.65 0.00 - - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.08 0.01 5.329 A A

B-A 0.13 0.01 8.724 A A

C-AB 0.55 0.04 5.082 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.10 0.01 5.459 A A

B-A 0.18 0.01 9.764 A A

C-AB 0.69 0.05 5.246 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -
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Queueing Delay results: (08:00-08:15) 

Queueing Delay results: (08:15-08:30) 

Queueing Delay results: (08:30-08:45) 

Queueing Delay results: (08:45-09:00) 

Base + Development - 2015 SENSITIVITY, PM 

Data Errors and Warnings 
No errors or warnings 

Analysis Set Details 

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.13 0.01 5.650 A A

B-A 0.26 0.02 11.691 B B

C-AB 0.88 0.06 5.487 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.13 0.01 5.651 A A

B-A 0.27 0.02 11.689 B B

C-AB 0.88 0.06 5.487 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.10 0.01 5.464 A A

B-A 0.19 0.01 9.762 A A

C-AB 0.69 0.05 5.249 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.09 0.01 5.334 A A

B-A 0.14 0.01 8.722 A A

C-AB 0.56 0.04 5.087 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Name
Roundabout 

Capacity Model
Description

Include In 

Report

Use Specific 

Demand Set(s)

Specific 

Demand Set

(s)

Locked

Network Flow 

Scaling Factor 

(%)

Network Capacity 

Scaling Factor (%)

Reason For 

Scaling 

Factors

Base + 

Development
N/A   ü       100.000 100.000  

Generated on 20/05/2014 13:12:29 using Junctions 8 (8.0.4.487)

29



Demand Set Details 

Junction Network 

Junctions 

Junction Network Options 

Arms 

Arms 

Major Arm Geometry 

Geometries for Arm C are measured opposite Arm B. Geometries for Arm A (if relevant) are measured opposite Arm D. 

Minor Arm Geometry 

Name
Scenario 

Name

Time 

Period 

Name

Description

Traffic 

Profile 

Type

Model 

Start 

Time 

(HH:mm)

Model 

Finish 

Time 

(HH:mm)

Model 

Time 

Period 

Length 

(min)

Time 

Segment 

Length 

(min)

Results 

For 

Central 

Hour 

Only

Single 

Time 

Segment 

Only

Locked
Run 

Automatically

Use 

Relationship

2015 

SENSITIVITY, 

PM

2015 

SENSITIVITY
PM  

ONE 

HOUR
16:15 17:45 90 15       ü  

Junction Name Junction Type Major Road Direction Arm Order Do Geometric Delay Junction Delay (s) Junction LOS

1 Proposed site access T-Junction Two-way A,B,C   11.21 B

Driving Side Lighting

Left Normal/unknown

Name Arm Name Description Arm Type

Langford Lane (E) A Langford Lane (E)   Major

Site Access Road B Site Access Road   Minor

Langford Lane (W) C Langford Lane (W)   Major

Name
Width of 

carriageway (m)

Has kerbed 

central reserve

Width of kerbed 

central reserve (m)

Has right 

turn bay

Width For 

Right Turn (m)

Visibility For 

Right Turn (m)
Blocks?

Blocking 

Queue (PCU)

Langford 

Lane (W)
7.10   0.00 ü 3.50 250.00 ü 6.00

Name

Minor 

Arm 

Type

Lane 

Width 

(m)

Lane 

Width 

(Left) (m)

Lane 

Width 

(Right) 

(m)

Width at 

give-way 

(m)

Width 

at 5m 

(m)

Width at 

10m (m)

Width at 

15m (m)

Width at 

20m (m)

Estimate 

Flare 

Length

Flare 

Length 

(PCU)

Visibility 

To Left (m)

Visibility 

To Right 

(m)

Site 

Access 

Road

One 

lane 

plus 

flare

      10.00 10.00 6.67 5.53 4.99 ü 3.00 156 130

Generated on 20/05/2014 13:12:29 using Junctions 8 (8.0.4.487)

30



Slope / Intercept / Capacity 

Priority Intersection Slopes and Intercepts 

The slopes and intercepts shown above do NOT include any corrections or adjustments. 

Streams may be combined, in which case capacity will be adjusted. 

Values are shown for the first time segment only; they may differ for subsequent time segments. 

Traffic Flows 

Demand Set Data Options 

Entry Flows 

General Flows Data 

Turning Proportions 

Turning Counts / Proportions (Veh/hr) - Proposed site access (for whole period) 

Turning Proportions (Veh) - Proposed site access (for whole period) 

Junction Stream
Intercept

(Veh/hr)

Slope

for 

A-B

Slope

for 

A-C

Slope

for 

C-A

Slope

for 

C-B

1 B-A 642.576 0.111 0.282 0.177 0.402

1 B-C 752.392 0.110 0.278 - -

1 C-B 820.431 0.303 0.303 - -

Default 

Vehicle 

Mix

Vehicle 

Mix Varies 

Over Time

Vehicle 

Mix Varies 

Over Turn

Vehicle 

Mix Varies 

Over Entry

Vehicle Mix 

Source

PCU 

Factor 

for a HV 

(PCU)

Default 

Turning 

Proportions

Estimate 

from 

entry/exit 

counts

Turning 

Proportions 

Vary Over Time

Turning 

Proportions 

Vary Over Turn

Turning 

Proportions 

Vary Over Entry

    ü ü
HV 

Percentages
2.00       ü ü

Name Profile Type Use Turning Counts Average Demand Flow (Veh/hr) Flow Scaling Factor (%)

Langford Lane (E) ONE HOUR ü 856.00 100.000

Site Access Road ONE HOUR ü 87.00 100.000

Langford Lane (W) ONE HOUR ü 310.00 100.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.000 3.000 853.000

 Site Access Road  45.000 0.000 42.000

 Langford Lane (W)  308.000 2.000 0.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.00 0.00 1.00

 Site Access Road  0.52 0.00 0.48

 Langford Lane (W)  0.99 0.01 0.00
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Vehicle Mix 

Average PCU Per Vehicle - Proposed site access (for whole period) 

Heavy Vehicle Percentages - Proposed site access (for whole period) 

Results 

Results Summary for whole modelled period 

 

 

 

 

 

 

Main Results for each time segment 

Main results: (16:15-16:30) 

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  1.000 1.000 1.014

 Site Access Road  1.000 1.000 1.000

 Langford Lane (W)  1.076 1.000 1.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.0 0.0 1.4

 Site Access Road  0.0 0.0 0.0

 Langford Lane (W)  7.6 0.0 0.0

Stream
Max 

RFC

Max 

Delay 

(s)

Max 

Queue 

(Veh)

Max 

LOS

Average 

Demand 

(Veh/hr)

Total 

Junction 

Arrivals (Veh)

Total 

Queueing 

Delay (Veh-

min)

Average 

Queueing 

Delay (s)

Rate Of 

Queueing Delay 

(Veh-min/min)

Inclusive Total 

Queueing Delay 

(Veh-min)

Inclusive 

Average 

Queueing Delay 

(s)

B-C 0.10 8.54 0.11 A 38.54 57.81 7.36 7.64 0.08 7.36 7.64

B-A 0.16 13.90 0.19 B 41.29 61.94 11.90 11.53 0.13 11.90 11.53

C-AB 0.00 6.80 0.00 A 1.84 2.75 0.29 6.31 0.00 0.29 6.31

C-A - - - - 282.63 423.94 - - - - -

A-B - - - - 2.75 4.13 - - - - -

A-C - - - - 782.73 1174.09 - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 31.62 7.90 31.38 0.00 559.71 0.056 0.00 0.06 6.810 A

B-A 33.88 8.47 33.53 0.00 414.09 0.082 0.00 0.09 9.451 A

C-AB 1.51 0.38 1.50 0.00 622.66 0.002 0.00 0.00 5.795 A

C-A 231.88 57.97 231.88 0.00 - - - - - -

A-B 2.26 0.56 2.26 0.00 - - - - - -

A-C 642.18 160.55 642.18 0.00 - - - - - -
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Main results: (16:30-16:45) 

Main results: (16:45-17:00) 

Main results: (17:00-17:15) 

Main results: (17:15-17:30) 

Main results: (17:30-17:45) 

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 37.76 9.44 37.69 0.00 521.37 0.072 0.06 0.08 7.442 A

B-A 40.45 10.11 40.32 0.00 369.81 0.109 0.09 0.12 10.921 B

C-AB 1.80 0.45 1.80 0.00 584.27 0.003 0.00 0.00 6.179 A

C-A 276.89 69.22 276.89 0.00 - - - - - -

A-B 2.70 0.67 2.70 0.00 - - - - - -

A-C 766.83 191.71 766.83 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 46.24 11.56 46.12 0.00 467.78 0.099 0.08 0.11 8.534 A

B-A 49.55 12.39 49.28 0.00 308.50 0.161 0.12 0.19 13.874 B

C-AB 2.20 0.55 2.20 0.00 531.20 0.004 0.00 0.00 6.804 A

C-A 339.11 84.78 339.11 0.00 - - - - - -

A-B 3.30 0.83 3.30 0.00 - - - - - -

A-C 939.17 234.79 939.17 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 46.24 11.56 46.24 0.00 467.58 0.099 0.11 0.11 8.543 A

B-A 49.55 12.39 49.54 0.00 308.56 0.161 0.19 0.19 13.898 B

C-AB 2.20 0.55 2.20 0.00 531.20 0.004 0.00 0.00 6.804 A

C-A 339.11 84.78 339.11 0.00 - - - - - -

A-B 3.30 0.83 3.30 0.00 - - - - - -

A-C 939.17 234.79 939.17 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 37.76 9.44 37.88 0.00 521.03 0.072 0.11 0.08 7.454 A

B-A 40.45 10.11 40.71 0.00 369.95 0.109 0.19 0.12 10.942 B

C-AB 1.80 0.45 1.80 0.00 584.27 0.003 0.00 0.00 6.179 A

C-A 276.89 69.22 276.89 0.00 - - - - - -

A-B 2.70 0.67 2.70 0.00 - - - - - -

A-C 766.83 191.71 766.83 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 31.62 7.90 31.69 0.00 559.33 0.057 0.08 0.06 6.822 A

B-A 33.88 8.47 34.02 0.00 414.24 0.082 0.12 0.09 9.471 A

C-AB 1.51 0.38 1.51 0.00 622.66 0.002 0.00 0.00 5.795 A

C-A 231.88 57.97 231.88 0.00 - - - - - -

A-B 2.26 0.56 2.26 0.00 - - - - - -

A-C 642.18 160.55 642.18 0.00 - - - - - -
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Queueing Delay Results for each time segment 

Queueing Delay results: (16:15-16:30) 

Queueing Delay results: (16:30-16:45) 

Queueing Delay results: (16:45-17:00) 

Queueing Delay results: (17:00-17:15) 

Queueing Delay results: (17:15-17:30) 

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.86 0.06 6.810 A A

B-A 1.27 0.08 9.451 A A

C-AB 0.04 0.00 5.795 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 1.14 0.08 7.442 A A

B-A 1.77 0.12 10.921 B B

C-AB 0.05 0.00 6.179 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 1.59 0.11 8.534 A A

B-A 2.71 0.18 13.874 B B

C-AB 0.06 0.00 6.804 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 1.63 0.11 8.543 A A

B-A 2.83 0.19 13.898 B B

C-AB 0.06 0.00 6.804 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 1.21 0.08 7.454 A A

B-A 1.93 0.13 10.942 B B

C-AB 0.05 0.00 6.179 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -
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Queueing Delay results: (17:30-17:45) 

Base + Development - 2021 SENSITIVITY, AM 

Data Errors and Warnings 
No errors or warnings 

Analysis Set Details 

Demand Set Details 

Junction Network 

Junctions 

Junction Network Options 

Arms 

Arms 

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.93 0.06 6.822 A A

B-A 1.39 0.09 9.471 A A

C-AB 0.04 0.00 5.795 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Name
Roundabout 

Capacity Model
Description

Include In 

Report

Use Specific 

Demand Set(s)

Specific 

Demand Set

(s)

Locked

Network Flow 

Scaling Factor 

(%)

Network Capacity 

Scaling Factor (%)

Reason For 

Scaling 

Factors

Base + 

Development
N/A   ü       100.000 100.000  

Name
Scenario 

Name

Time 

Period 

Name

Description

Traffic 

Profile 

Type

Model 

Start 

Time 

(HH:mm)

Model 

Finish 

Time 

(HH:mm)

Model 

Time 

Period 

Length 

(min)

Time 

Segment 

Length 

(min)

Results 

For 

Central 

Hour 

Only

Single 

Time 

Segment 

Only

Locked
Run 

Automatically

Use 

Relationship

2021 

SENSITIVITY, 

AM

2021 

SENSITIVITY
AM  

ONE 

HOUR
07:30 09:00 90 15       ü  

Junction Name Junction Type Major Road Direction Arm Order Do Geometric Delay Junction Delay (s) Junction LOS

1 Proposed site access T-Junction Two-way A,B,C   10.99 B

Driving Side Lighting

Left Normal/unknown

Name Arm Name Description Arm Type

Langford Lane (E) A Langford Lane (E)   Major

Site Access Road B Site Access Road   Minor

Langford Lane (W) C Langford Lane (W)   Major
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Major Arm Geometry 

Geometries for Arm C are measured opposite Arm B. Geometries for Arm A (if relevant) are measured opposite Arm D. 

Minor Arm Geometry 

Name
Width of 

carriageway (m)

Has kerbed 

central reserve

Width of kerbed 

central reserve (m)

Has right 

turn bay

Width For 

Right Turn (m)

Visibility For 

Right Turn (m)
Blocks?

Blocking 

Queue (PCU)

Langford 

Lane (W)
7.10   0.00 ü 3.50 250.00 ü 6.00

Minor Lane Lane 
Lane 

Width at Width Estimate Flare Visibility 

Slope / Intercept / Capacity 

Priority Intersection Slopes and Intercepts 

The slopes and intercepts shown above do NOT include any corrections or adjustments. 

Streams may be combined, in which case capacity will be adjusted. 

Values are shown for the first time segment only; they may differ for subsequent time segments. 

Traffic Flows 

Demand Set Data Options 

Entry Flows 

General Flows Data 

Type (m) (Left) (m)
(Right) 

(m)
(m) (m)

10m (m) 15m (m) 20m (m)
Length (PCU)

To Left (m)
(m)

Site 

Access 

Road

One 

lane 

plus 

flare

      10.00 10.00 6.67 5.53 4.99 ü 3.00 156 130

Junction Stream
Intercept

(Veh/hr)

Slope

for 

A-B

Slope

for 

A-C

Slope

for 

C-A

Slope

for 

C-B

1 B-A 637.239 0.111 0.279 0.176 0.399

1 B-C 758.712 0.111 0.280 - -

1 C-B 820.431 0.303 0.303 - -

Default 

Vehicle 

Mix

Vehicle 

Mix Varies 

Over Time

Vehicle 

Mix Varies 

Over Turn

Vehicle 

Mix Varies 

Over Entry

Vehicle Mix 

Source

PCU 

Factor 

for a HV 

(PCU)

Default 

Turning 

Proportions

Estimate 

from 

entry/exit 

counts

Turning 

Proportions 

Vary Over Time

Turning 

Proportions 

Vary Over Turn

Turning 

Proportions 

Vary Over Entry

    ü ü
HV 

Percentages
2.00       ü ü

Name Profile Type Use Turning Counts Average Demand Flow (Veh/hr) Flow Scaling Factor (%)

Langford Lane (E) ONE HOUR ü 468.00 100.000

Site Access Road ONE HOUR ü 57.00 100.000

Langford Lane (W) ONE HOUR ü 1242.00 100.000
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Turning Proportions 

Turning Counts / Proportions (Veh/hr) - Proposed site access (for whole period) 

Turning Proportions (Veh) - Proposed site access (for whole period) 

Vehicle Mix 

Average PCU Per Vehicle - Proposed site access (for whole period) 

Heavy Vehicle Percentages - Proposed site access (for whole period) 

Results 

Results Summary for whole modelled period 

 

 

 

 

 

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.000 122.000 346.000

 Site Access Road  28.000 0.000 29.000

 Langford Lane (W)  1094.000 148.000 0.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.00 0.26 0.74

 Site Access Road  0.49 0.00 0.51

 Langford Lane (W)  0.88 0.12 0.00

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  1.000 1.008 1.104

 Site Access Road  1.361 1.000 1.361

 Langford Lane (W)  1.022 1.008 1.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.0 0.8 10.4

 Site Access Road  36.1 0.0 36.1

 Langford Lane (W)  2.2 0.8 0.0

Stream
Max 

RFC

Max 

Delay 

(s)

Max 

Queue 

(Veh)

Max 

LOS

Average 

Demand 

(Veh/hr)

Total 

Junction 

Arrivals (Veh)

Total 

Queueing 

Delay (Veh-

min)

Average 

Queueing 

Delay (s)

Rate Of 

Queueing Delay 

(Veh-min/min)

Inclusive Total 

Queueing Delay 

(Veh-min)

Inclusive 

Average 

Queueing Delay 

(s)

B-C 0.07 8.89 0.08 A 26.61 39.92 5.53 8.31 0.06 5.53 8.31

B-A 0.19 27.09 0.23 D 25.69 38.54 13.10 20.39 0.15 13.10 20.39

C-AB 0.25 7.43 0.34 A 135.84 203.76 23.05 6.79 0.26 23.05 6.79

C-A - - - - 1003.84 1505.76 - - - - -

A-B - - - - 111.95 167.92 - - - - -

A-C - - - - 317.50 476.24 - - - - -
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Main Results for each time segment 

Main results: (07:30-07:45) 

Main results: (07:45-08:00) 

Main results: (08:00-08:15) 

Main results: (08:15-08:30) 

Main results: (08:30-08:45) 

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 21.83 5.46 21.64 0.00 480.84 0.045 0.00 0.05 7.836 A

B-A 21.08 5.27 20.73 0.00 260.06 0.081 0.00 0.09 15.021 C

C-AB 111.42 27.86 110.67 0.00 699.78 0.159 0.00 0.19 6.103 A

C-A 823.62 205.90 823.62 0.00 - - - - - -

A-B 91.85 22.96 91.85 0.00 - - - - - -

A-C 260.49 65.12 260.49 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 26.07 6.52 26.02 0.00 463.69 0.056 0.05 0.06 8.224 A

B-A 25.17 6.29 25.01 0.00 219.55 0.115 0.09 0.13 18.489 C

C-AB 133.06 33.27 132.84 0.00 677.65 0.196 0.19 0.24 6.604 A

C-A 983.47 245.87 983.47 0.00 - - - - - -

A-B 109.68 27.42 109.68 0.00 - - - - - -

A-C 311.05 77.76 311.05 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 31.93 7.98 31.85 0.00 437.33 0.073 0.06 0.08 8.878 A

B-A 30.83 7.71 30.44 0.00 163.62 0.188 0.13 0.22 26.949 D

C-AB 163.03 40.76 162.67 0.00 647.19 0.252 0.24 0.33 7.425 A

C-A 1204.43 301.11 1204.43 0.00 - - - - - -

A-B 134.32 33.58 134.32 0.00 - - - - - -

A-C 380.95 95.24 380.95 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 31.93 7.98 31.93 0.00 436.69 0.073 0.08 0.08 8.893 A

B-A 30.83 7.71 30.81 0.00 163.65 0.188 0.22 0.23 27.092 D

C-AB 163.03 40.76 163.03 0.00 647.19 0.252 0.33 0.34 7.434 A

C-A 1204.43 301.11 1204.43 0.00 - - - - - -

A-B 134.32 33.58 134.32 0.00 - - - - - -

A-C 380.95 95.24 380.95 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 26.07 6.52 26.14 0.00 462.75 0.056 0.08 0.06 8.246 A

B-A 25.17 6.29 25.55 0.00 219.68 0.115 0.23 0.13 18.581 C

C-AB 133.06 33.27 133.41 0.00 677.66 0.196 0.34 0.25 6.620 A

C-A 983.47 245.87 983.47 0.00 - - - - - -

A-B 109.68 27.42 109.68 0.00 - - - - - -

A-C 311.05 77.76 311.05 0.00 - - - - - -
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Main results: (08:45-09:00) 

Queueing Delay Results for each time segment 

Queueing Delay results: (07:30-07:45) 

Queueing Delay results: (07:45-08:00) 

Queueing Delay results: (08:00-08:15) 

Queueing Delay results: (08:15-08:30) 

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 21.83 5.46 21.88 0.00 480.06 0.045 0.06 0.05 7.859 A

B-A 21.08 5.27 21.25 0.00 260.06 0.081 0.13 0.09 15.087 C

C-AB 111.42 27.86 111.65 0.00 699.78 0.159 0.25 0.19 6.122 A

C-A 823.62 205.90 823.62 0.00 - - - - - -

A-B 91.85 22.96 91.85 0.00 - - - - - -

A-C 260.49 65.12 260.49 0.00 - - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.68 0.05 7.836 A A

B-A 1.23 0.08 15.021 C B

C-AB 2.80 0.19 6.103 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.87 0.06 8.224 A A

B-A 1.82 0.12 18.489 C B

C-AB 3.64 0.24 6.604 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 1.14 0.08 8.878 A A

B-A 3.15 0.21 26.949 D C

C-AB 5.00 0.33 7.425 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 1.17 0.08 8.893 A A

B-A 3.40 0.23 27.092 D C

C-AB 5.05 0.34 7.434 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -
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Queueing Delay results: (08:30-08:45) 

Queueing Delay results: (08:45-09:00) 

Base + Development - 2021 SENSITIVITY, PM 

Data Errors and Warnings 
No errors or warnings 

Analysis Set Details 

Demand Set Details 

Junction Network 

Junctions 

Junction Network Options 

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.93 0.06 8.246 A A

B-A 2.10 0.14 18.581 C B

C-AB 3.70 0.25 6.620 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.74 0.05 7.859 A A

B-A 1.40 0.09 15.087 C B

C-AB 2.86 0.19 6.122 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Name
Roundabout 

Capacity Model
Description

Include In 

Report

Use Specific 

Demand Set(s)

Specific 

Demand Set

(s)

Locked

Network Flow 

Scaling Factor 

(%)

Network Capacity 

Scaling Factor (%)

Reason For 

Scaling 

Factors

Base + 

Development
N/A   ü       100.000 100.000  

Name
Scenario 

Name

Time 

Period 

Name

Description

Traffic 

Profile 

Type

Model 

Start 

Time 

(HH:mm)

Model 

Finish 

Time 

(HH:mm)

Model 

Time 

Period 

Length 

(min)

Time 

Segment 

Length 

(min)

Results 

For 

Central 

Hour 

Only

Single 

Time 

Segment 

Only

Locked
Run 

Automatically

Use 

Relationship

2021 

SENSITIVITY, 

PM

2021 

SENSITIVITY
PM  

ONE 

HOUR
16:15 17:45 90 15       ü  

Junction Name Junction Type Major Road Direction Arm Order Do Geometric Delay Junction Delay (s) Junction LOS

1 Proposed site access T-Junction Two-way A,B,C   33.85 D

Driving Side Lighting

Left Normal/unknown
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Arms 

Arms 

Major Arm Geometry 

Geometries for Arm C are measured opposite Arm B. Geometries for Arm A (if relevant) are measured opposite Arm D. 

Minor Arm Geometry 

Slope / Intercept / Capacity 

Priority Intersection Slopes and Intercepts 

The slopes and intercepts shown above do NOT include any corrections or adjustments. 

Streams may be combined, in which case capacity will be adjusted. 

Values are shown for the first time segment only; they may differ for subsequent time segments. 

Traffic Flows 

Demand Set Data Options 

Name Arm Name Description Arm Type

Langford Lane (E) A Langford Lane (E)   Major

Site Access Road B Site Access Road   Minor

Langford Lane (W) C Langford Lane (W)   Major

Name
Width of 

carriageway (m)

Has kerbed 

central reserve

Width of kerbed 

central reserve (m)

Has right 

turn bay

Width For 

Right Turn (m)

Visibility For 

Right Turn (m)
Blocks?

Blocking 

Queue (PCU)

Langford 

Lane (W)
7.10   0.00 ü 3.50 250.00 ü 6.00

Name

Minor 

Arm 

Type

Lane 

Width 

(m)

Lane 

Width 

(Left) (m)

Lane 

Width 

(Right) 

(m)

Width at 

give-way 

(m)

Width 

at 5m 

(m)

Width at 

10m (m)

Width at 

15m (m)

Width at 

20m (m)

Estimate 

Flare 

Length

Flare 

Length 

(PCU)

Visibility 

To Left (m)

Visibility 

To Right 

(m)

Site 

Access 

Road

One 

lane 

plus 

flare

      10.00 10.00 6.67 5.53 4.99 ü 3.00 156 130

Junction Stream
Intercept

(Veh/hr)

Slope

for 

A-B

Slope

for 

A-C

Slope

for 

C-A

Slope

for 

C-B

1 B-A 642.448 0.111 0.282 0.177 0.402

1 B-C 752.544 0.110 0.278 - -

1 C-B 820.431 0.303 0.303 - -

Default 

Vehicle 

Mix

Vehicle 

Mix Varies 

Over Time

Vehicle 

Mix Varies 

Over Turn

Vehicle 

Mix Varies 

Over Entry

Vehicle Mix 

Source

PCU 

Factor 

for a HV 

(PCU)

Default 

Turning 

Proportions

Estimate 

from 

entry/exit 

counts

Turning 

Proportions 

Vary Over Time

Turning 

Proportions 

Vary Over Turn

Turning 

Proportions 

Vary Over Entry

    ü ü
HV 

Percentages
2.00       ü ü
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Entry Flows 

General Flows Data 

Turning Proportions 

Turning Counts / Proportions (Veh/hr) - Proposed site access (for whole period) 

Turning Proportions (Veh) - Proposed site access (for whole period) 

Vehicle Mix 

Average PCU Per Vehicle - Proposed site access (for whole period) 

Heavy Vehicle Percentages - Proposed site access (for whole period) 

Name Profile Type Use Turning Counts Average Demand Flow (Veh/hr) Flow Scaling Factor (%)

Langford Lane (E) ONE HOUR ü 947.00 100.000

Site Access Road ONE HOUR ü 331.00 100.000

Langford Lane (W) ONE HOUR ü 347.00 100.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.000 14.000 933.000

 Site Access Road  171.000 0.000 160.000

 Langford Lane (W)  338.000 9.000 0.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.00 0.01 0.99

 Site Access Road  0.52 0.00 0.48

 Langford Lane (W)  0.97 0.03 0.00

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  1.000 1.388 1.014

 Site Access Road  1.000 1.000 1.000

 Langford Lane (W)  1.076 1.388 1.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.0 38.8 1.4

 Site Access Road  0.0 0.0 0.0

 Langford Lane (W)  7.6 38.8 0.0
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Results 

Results Summary for whole modelled period 

 

 

 

 

 

 

Main Results for each time segment 

Main results: (16:15-16:30) 

Main results: (16:30-16:45) 

Main results: (16:45-17:00) 

Stream
Max 

RFC

Max 

Delay 

(s)

Max 

Queue 

(Veh)

Max 

LOS

Average 

Demand 

(Veh/hr)

Total 

Junction 

Arrivals (Veh)

Total 

Queueing 

Delay (Veh-

min)

Average 

Queueing 

Delay (s)

Rate Of 

Queueing Delay 

(Veh-min/min)

Inclusive Total 

Queueing Delay 

(Veh-min)

Inclusive 

Average 

Queueing Delay 

(s)

B-C 0.53 22.85 1.09 C 146.82 220.23 53.80 14.66 0.60 53.81 14.66

B-A 0.71 45.87 2.27 E 156.91 235.37 101.02 25.75 1.12 101.04 25.76

C-AB 0.03 10.30 0.03 B 8.26 12.39 1.94 9.39 0.02 1.94 9.39

C-A - - - - 310.15 465.23 - - - - -

A-B - - - - 12.85 19.27 - - - - -

A-C - - - - 856.14 1284.21 - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 120.46 30.11 119.22 0.00 506.15 0.238 0.00 0.31 9.275 A

B-A 128.74 32.18 126.79 0.00 387.72 0.332 0.00 0.49 13.698 B

C-AB 6.78 1.69 6.71 0.00 432.59 0.016 0.00 0.02 8.452 A

C-A 254.46 63.62 254.46 0.00 - - - - - -

A-B 10.54 2.63 10.54 0.00 - - - - - -

A-C 702.41 175.60 702.41 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 143.84 35.96 143.22 0.00 449.93 0.320 0.31 0.46 11.714 B

B-A 153.73 38.43 152.45 0.00 337.72 0.455 0.49 0.81 19.294 C

C-AB 8.09 2.02 8.07 0.00 401.82 0.020 0.02 0.02 9.142 A

C-A 303.86 75.96 303.86 0.00 - - - - - -

A-B 12.59 3.15 12.59 0.00 - - - - - -

A-C 838.75 209.69 838.75 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 176.16 44.04 173.92 0.00 340.65 0.517 0.46 1.02 21.310 C

B-A 188.27 47.07 183.01 0.00 265.05 0.710 0.81 2.12 41.488 E

C-AB 9.91 2.48 9.88 0.00 359.29 0.028 0.02 0.03 10.303 B

C-A 372.14 93.04 372.14 0.00 - - - - - -

A-B 15.41 3.85 15.41 0.00 - - - - - -

A-C 1027.25 256.81 1027.25 0.00 - - - - - -
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Main results: (17:00-17:15) 

Main results: (17:15-17:30) 

Main results: (17:30-17:45) 

Queueing Delay Results for each time segment 

Queueing Delay results: (16:15-16:30) 

Queueing Delay results: (16:30-16:45) 

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 176.16 44.04 175.91 0.00 332.97 0.529 1.02 1.09 22.852 C

B-A 188.27 47.07 187.69 0.00 264.76 0.711 2.12 2.27 45.866 E

C-AB 9.91 2.48 9.91 0.00 359.29 0.028 0.03 0.03 10.303 B

C-A 372.14 93.04 372.14 0.00 - - - - - -

A-B 15.41 3.85 15.41 0.00 - - - - - -

A-C 1027.25 256.81 1027.25 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 143.84 35.96 146.23 0.00 445.24 0.323 1.09 0.49 12.131 B

B-A 153.73 38.43 159.34 0.00 338.17 0.455 2.27 0.87 20.709 C

C-AB 8.09 2.02 8.12 0.00 401.82 0.020 0.03 0.02 9.144 A

C-A 303.86 75.96 303.86 0.00 - - - - - -

A-B 12.59 3.15 12.59 0.00 - - - - - -

A-C 838.75 209.69 838.75 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 120.46 30.11 121.13 0.00 504.37 0.239 0.49 0.32 9.411 A

B-A 128.74 32.18 130.17 0.00 387.97 0.332 0.87 0.51 14.041 B

C-AB 6.78 1.69 6.79 0.00 432.59 0.016 0.02 0.02 8.456 A

C-A 254.46 63.62 254.46 0.00 - - - - - -

A-B 10.54 2.63 10.54 0.00 - - - - - -

A-C 702.41 175.60 702.41 0.00 - - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 4.42 0.29 9.275 A A

B-A 6.83 0.46 13.698 B B

C-AB 0.23 0.02 8.452 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 6.65 0.44 11.714 B B

B-A 11.33 0.76 19.294 C B

C-AB 0.31 0.02 9.142 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -
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Queueing Delay results: (16:45-17:00) 

Queueing Delay results: (17:00-17:15) 

Queueing Delay results: (17:15-17:30) 

Queueing Delay results: (17:30-17:45) 

Base + Development - 2025, AM 

Data Errors and Warnings 
No errors or warnings 

Analysis Set Details 

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 14.09 0.94 21.310 C C

B-A 27.17 1.81 41.488 E D

C-AB 0.42 0.03 10.303 B B

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 15.96 1.06 22.852 C C

B-A 33.15 2.21 45.866 E D

C-AB 0.43 0.03 10.303 B B

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 7.74 0.52 12.131 B B

B-A 14.51 0.97 20.709 C C

C-AB 0.31 0.02 9.144 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 4.94 0.33 9.411 A A

B-A 8.04 0.54 14.041 B B

C-AB 0.24 0.02 8.456 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Name
Roundabout 

Capacity Model
Description

Include In 

Report

Use Specific 

Demand Set(s)

Specific 

Demand Set

(s)

Locked

Network Flow 

Scaling Factor 

(%)

Network Capacity 

Scaling Factor (%)

Reason For 

Scaling 

Factors

Base + 

Development
N/A   ü       100.000 100.000  
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Demand Set Details 

Junction Network 

Junctions 

Junction Network Options 

Arms 

Arms 

Major Arm Geometry 

Geometries for Arm C are measured opposite Arm B. Geometries for Arm A (if relevant) are measured opposite Arm D. 

Minor Arm Geometry 

Slope / Intercept / Capacity 

Priority Intersection Slopes and Intercepts 

Name
Scenario 

Name

Time 

Period 

Name

Description

Traffic 

Profile 

Type

Model 

Start 

Time 

(HH:mm)

Model 

Finish 

Time 

(HH:mm)

Model 

Time 

Period 

Length 

(min)

Time 

Segment 

Length 

(min)

Results 

For 

Central 

Hour 

Only

Single 

Time 

Segment 

Only

Locked
Run 

Automatically

Use 

Relationship
Relationship

2025, 

AM
2025 AM  

ONE 

HOUR
07:30 09:00 90 15       ü    

Junction Name Junction Type Major Road Direction Arm Order Do Geometric Delay Junction Delay (s) Junction LOS

1 Proposed site access T-Junction Two-way A,B,C   10.68 B

Driving Side Lighting

Left Normal/unknown

Name Arm Name Description Arm Type

Langford Lane (E) A Langford Lane (E)   Major

Site Access Road B Site Access Road   Minor

Langford Lane (W) C Langford Lane (W)   Major

Name
Width of 

carriageway (m)

Has kerbed 

central reserve

Width of kerbed 

central reserve (m)

Has right 

turn bay

Width For 

Right Turn (m)

Visibility For 

Right Turn (m)
Blocks?

Blocking 

Queue (PCU)

Langford 

Lane (W)
7.10   0.00 ü 3.50 250.00 ü 6.00

Name

Minor 

Arm 

Type

Lane 

Width 

(m)

Lane 

Width 

(Left) (m)

Lane 

Width 

(Right) 

(m)

Width at 

give-way 

(m)

Width 

at 5m 

(m)

Width at 

10m (m)

Width at 

15m (m)

Width at 

20m (m)

Estimate 

Flare 

Length

Flare 

Length 

(PCU)

Visibility 

To Left (m)

Visibility 

To Right 

(m)

Site 

Access 

Road

One 

lane 

plus 

flare

      10.00 10.00 6.67 5.53 4.99 ü 3.00 156 130

Junction Stream
Intercept

(Veh/hr)

Slope

for 

A-B

Slope

for 

A-C

Slope

for 

C-A

Slope

for 

C-B

1 B-A 639.039 0.111 0.280 0.176 0.400

1 B-C 756.581 0.110 0.279 - -

1 C-B 820.431 0.303 0.303 - -
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The slopes and intercepts shown above do NOT include any corrections or adjustments. 

Streams may be combined, in which case capacity will be adjusted. 

Values are shown for the first time segment only; they may differ for subsequent time segments. 

Traffic Flows 

Demand Set Data Options 

Entry Flows 

General Flows Data 

Turning Proportions 

Turning Counts / Proportions (Veh/hr) - Proposed site access (for whole period) 

Turning Proportions (Veh) - Proposed site access (for whole period) 

Vehicle Mix 

Average PCU Per Vehicle - Proposed site access (for whole period) 

Default 

Vehicle 

Mix

Vehicle 

Mix Varies 

Over Time

Vehicle 

Mix Varies 

Over Turn

Vehicle 

Mix Varies 

Over Entry

Vehicle Mix 

Source

PCU 

Factor 

for a HV 

(PCU)

Default 

Turning 

Proportions

Estimate 

from 

entry/exit 

counts

Turning 

Proportions 

Vary Over Time

Turning 

Proportions 

Vary Over Turn

Turning 

Proportions 

Vary Over Entry

    ü ü
HV 

Percentages
2.00       ü ü

Name Profile Type Use Turning Counts Average Demand Flow (Veh/hr) Flow Scaling Factor (%)

Langford Lane (E) ONE HOUR ü 495.00 100.000

Site Access Road ONE HOUR ü 40.00 100.000

Langford Lane (W) ONE HOUR ü 1314.00 100.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.000 128.000 367.000

 Site Access Road  20.000 0.000 20.000

 Langford Lane (W)  1159.000 155.000 0.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.00 0.26 0.74

 Site Access Road  0.50 0.00 0.50

 Langford Lane (W)  0.88 0.12 0.00

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  1.000 1.039 1.104

 Site Access Road  1.333 1.000 1.333

 Langford Lane (W)  1.022 1.039 1.000
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Heavy Vehicle Percentages - Proposed site access (for whole period) 

Results 

Results Summary for whole modelled period 

 

 

 

 

 

 

Main Results for each time segment 

Main results: (07:30-07:45) 

Main results: (07:45-08:00) 

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.0 3.9 10.4

 Site Access Road  33.3 0.0 33.3

 Langford Lane (W)  2.2 3.9 0.0

Stream
Max 

RFC

Max 

Delay 

(s)

Max 

Queue 

(Veh)

Max 

LOS

Average 

Demand 

(Veh/hr)

Total 

Junction 

Arrivals (Veh)

Total 

Queueing 

Delay (Veh-

min)

Average 

Queueing 

Delay (s)

Rate Of 

Queueing Delay 

(Veh-min/min)

Inclusive Total 

Queueing Delay 

(Veh-min)

Inclusive 

Average 

Queueing Delay 

(s)

B-C 0.05 8.54 0.05 A 18.35 27.53 3.68 8.02 0.04 3.68 8.02

B-A 0.15 28.65 0.17 D 18.35 27.53 9.69 21.11 0.11 9.69 21.11

C-AB 0.28 8.06 0.38 A 142.31 213.47 25.92 7.28 0.29 25.92 7.29

C-A - - - - 1063.44 1595.15 - - - - -

A-B - - - - 117.46 176.18 - - - - -

A-C - - - - 336.77 505.15 - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 15.06 3.76 14.93 0.00 488.03 0.031 0.00 0.03 7.607 A

B-A 15.06 3.76 14.81 0.00 252.69 0.060 0.00 0.06 15.119 C

C-AB 116.70 29.17 115.86 0.00 671.63 0.174 0.00 0.21 6.468 A

C-A 872.55 218.14 872.55 0.00 - - - - - -

A-B 96.37 24.09 96.37 0.00 - - - - - -

A-C 276.30 69.07 276.30 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 17.98 4.49 17.95 0.00 470.62 0.038 0.03 0.04 7.953 A

B-A 17.98 4.49 17.86 0.00 208.54 0.086 0.06 0.09 18.867 C

C-AB 139.37 34.84 139.12 0.00 648.79 0.215 0.21 0.27 7.060 A

C-A 1041.89 260.47 1041.89 0.00 - - - - - -

A-B 115.07 28.77 115.07 0.00 - - - - - -

A-C 329.93 82.48 329.93 0.00 - - - - - -

Generated on 20/05/2014 13:12:29 using Junctions 8 (8.0.4.487)

48



Main results: (08:00-08:15) 

Main results: (08:15-08:30) 

Main results: (08:30-08:45) 

Main results: (08:45-09:00) 

Queueing Delay Results for each time segment 

Queueing Delay results: (07:30-07:45) 

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 22.02 5.51 21.97 0.00 444.08 0.050 0.04 0.05 8.527 A

B-A 22.02 5.51 21.71 0.00 147.61 0.149 0.09 0.17 28.521 D

C-AB 170.87 42.72 170.44 0.00 617.53 0.277 0.27 0.38 8.046 A

C-A 1275.87 318.97 1275.87 0.00 - - - - - -

A-B 140.93 35.23 140.93 0.00 - - - - - -

A-C 404.07 101.02 404.07 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 22.02 5.51 22.02 0.00 443.42 0.050 0.05 0.05 8.542 A

B-A 22.02 5.51 22.01 0.00 147.62 0.149 0.17 0.17 28.654 D

C-AB 170.87 42.72 170.86 0.00 617.53 0.277 0.38 0.38 8.059 A

C-A 1275.87 318.97 1275.87 0.00 - - - - - -

A-B 140.93 35.23 140.93 0.00 - - - - - -

A-C 404.07 101.02 404.07 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 17.98 4.49 18.03 0.00 469.64 0.038 0.05 0.04 7.971 A

B-A 17.98 4.49 18.28 0.00 208.64 0.086 0.17 0.10 18.940 C

C-AB 139.37 34.84 139.79 0.00 648.79 0.215 0.38 0.28 7.080 A

C-A 1041.89 260.47 1041.89 0.00 - - - - - -

A-B 115.07 28.77 115.07 0.00 - - - - - -

A-C 329.93 82.48 329.93 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 15.06 3.76 15.09 0.00 487.27 0.031 0.04 0.03 7.623 A

B-A 15.06 3.76 15.18 0.00 252.64 0.060 0.10 0.06 15.167 C

C-AB 116.70 29.17 116.95 0.00 671.63 0.174 0.28 0.21 6.492 A

C-A 872.55 218.14 872.55 0.00 - - - - - -

A-B 96.37 24.09 96.37 0.00 - - - - - -

A-C 276.30 69.07 276.30 0.00 - - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.46 0.03 7.607 A A

B-A 0.88 0.06 15.119 C B

C-AB 3.10 0.21 6.468 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -
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Queueing Delay results: (07:45-08:00) 

Queueing Delay results: (08:00-08:15) 

Queueing Delay results: (08:15-08:30) 

Queueing Delay results: (08:30-08:45) 

Queueing Delay results: (08:45-09:00) 

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.58 0.04 7.953 A A

B-A 1.33 0.09 18.867 C B

C-AB 4.07 0.27 7.060 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.76 0.05 8.527 A A

B-A 2.37 0.16 28.521 D C

C-AB 5.67 0.38 8.046 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.78 0.05 8.542 A A

B-A 2.57 0.17 28.654 D C

C-AB 5.74 0.38 8.059 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.62 0.04 7.971 A A

B-A 1.53 0.10 18.940 C B

C-AB 4.15 0.28 7.080 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 0.49 0.03 7.623 A A

B-A 1.01 0.07 15.167 C B

C-AB 3.18 0.21 6.492 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -
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Base + Development - 2025, PM 

Data Errors and Warnings 
No errors or warnings 

Analysis Set Details 

Demand Set Details 

Junction Network 

Junctions 

Junction Network Options 

Arms 

Arms 

Major Arm Geometry 

Geometries for Arm C are measured opposite Arm B. Geometries for Arm A (if relevant) are measured opposite Arm D. 

Name
Roundabout 

Capacity Model
Description

Include In 

Report

Use Specific 

Demand Set(s)

Specific 

Demand Set

(s)

Locked

Network Flow 

Scaling Factor 

(%)

Network Capacity 

Scaling Factor (%)

Reason For 

Scaling 

Factors

Base + 

Development
N/A   ü       100.000 100.000  

Name
Scenario 

Name

Time 

Period 

Name

Description

Traffic 

Profile 

Type

Model 

Start 

Time 

(HH:mm)

Model 

Finish 

Time 

(HH:mm)

Model 

Time 

Period 

Length 

(min)

Time 

Segment 

Length 

(min)

Results 

For 

Central 

Hour 

Only

Single 

Time 

Segment 

Only

Locked
Run 

Automatically

Use 

Relationship
Relationship

2025, 

PM
2025 PM  

ONE 

HOUR
16:15 17:45 90 15       ü    

Junction Name Junction Type Major Road Direction Arm Order Do Geometric Delay Junction Delay (s) Junction LOS

1 Proposed site access T-Junction Two-way A,B,C   28.10 D

Driving Side Lighting

Left Normal/unknown

Name Arm Name Description Arm Type

Langford Lane (E) A Langford Lane (E)   Major

Site Access Road B Site Access Road   Minor

Langford Lane (W) C Langford Lane (W)   Major

Name
Width of 

carriageway (m)

Has kerbed 

central reserve

Width of kerbed 

central reserve (m)

Has right 

turn bay

Width For 

Right Turn (m)

Visibility For 

Right Turn (m)
Blocks?

Blocking 

Queue (PCU)

Langford 

Lane (W)
7.10   0.00 ü 3.50 250.00 ü 6.00
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Minor Arm Geometry 

Slope / Intercept / Capacity 

Priority Intersection Slopes and Intercepts 

The slopes and intercepts shown above do NOT include any corrections or adjustments. 

Streams may be combined, in which case capacity will be adjusted. 

Values are shown for the first time segment only; they may differ for subsequent time segments. 

Traffic Flows 

Demand Set Data Options 

Entry Flows 

General Flows Data 

Turning Proportions 

Turning Counts / Proportions (Veh/hr) - Proposed site access (for whole period) 

Name

Minor 

Arm 

Type

Lane 

Width 

(m)

Lane 

Width 

(Left) (m)

Lane 

Width 

(Right) 

(m)

Width at 

give-way 

(m)

Width 

at 5m 

(m)

Width at 

10m (m)

Width at 

15m (m)

Width at 

20m (m)

Estimate 

Flare 

Length

Flare 

Length 

(PCU)

Visibility 

To Left (m)

Visibility 

To Right 

(m)

Site 

Access 

Road

One 

lane 

plus 

flare

      10.00 10.00 6.67 5.53 4.99 ü 3.00 156 130

Junction Stream
Intercept

(Veh/hr)

Slope

for 

A-B

Slope

for 

A-C

Slope

for 

C-A

Slope

for 

C-B

1 B-A 642.867 0.111 0.282 0.177 0.403

1 B-C 752.048 0.110 0.277 - -

1 C-B 820.431 0.303 0.303 - -

Default 

Vehicle 

Mix

Vehicle 

Mix Varies 

Over Time

Vehicle 

Mix Varies 

Over Turn

Vehicle 

Mix Varies 

Over Entry

Vehicle Mix 

Source

PCU 

Factor 

for a HV 

(PCU)

Default 

Turning 

Proportions

Estimate 

from 

entry/exit 

counts

Turning 

Proportions 

Vary Over Time

Turning 

Proportions 

Vary Over Turn

Turning 

Proportions 

Vary Over Entry

    ü ü
HV 

Percentages
2.00       ü ü

Name Profile Type Use Turning Counts Average Demand Flow (Veh/hr) Flow Scaling Factor (%)

Langford Lane (E) ONE HOUR ü 1008.00 100.000

Site Access Road ONE HOUR ü 268.00 100.000

Langford Lane (W) ONE HOUR ü 370.00 100.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.000 17.000 991.000

 Site Access Road  139.000 0.000 129.000

 Langford Lane (W)  359.000 11.000 0.000
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Turning Proportions (Veh) - Proposed site access (for whole period) 

Vehicle Mix 

Average PCU Per Vehicle - Proposed site access (for whole period) 

Heavy Vehicle Percentages - Proposed site access (for whole period) 

Results 

Results Summary for whole modelled period 

 

 

 

 

 

 

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.00 0.02 0.98

 Site Access Road  0.52 0.00 0.48

 Langford Lane (W)  0.97 0.03 0.00

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  1.000 1.189 1.014

 Site Access Road  1.008 1.000 1.008

 Langford Lane (W)  1.076 1.189 1.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.0 18.9 1.4

 Site Access Road  0.8 0.0 0.8

 Langford Lane (W)  7.6 18.9 0.0

Stream
Max 

RFC

Max 

Delay 

(s)

Max 

Queue 

(Veh)

Max 

LOS

Average 

Demand 

(Veh/hr)

Total 

Junction 

Arrivals (Veh)

Total 

Queueing 

Delay (Veh-

min)

Average 

Queueing 

Delay (s)

Rate Of 

Queueing Delay 

(Veh-min/min)

Inclusive Total 

Queueing Delay 

(Veh-min)

Inclusive 

Average 

Queueing Delay 

(s)

B-C 0.41 17.89 0.69 C 118.37 177.56 37.74 12.75 0.42 37.74 12.75

B-A 0.63 39.33 1.60 E 127.55 191.32 75.41 23.65 0.84 75.43 23.65

C-AB 0.03 9.22 0.03 A 10.09 15.14 2.10 8.33 0.02 2.10 8.33

C-A - - - - 329.42 494.14 - - - - -

A-B - - - - 15.60 23.40 - - - - -

A-C - - - - 909.36 1364.04 - - - - -
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Main Results for each time segment 

Main results: (16:15-16:30) 

Main results: (16:30-16:45) 

Main results: (16:45-17:00) 

Main results: (17:00-17:15) 

Main results: (17:15-17:30) 

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 97.12 24.28 96.16 0.00 497.70 0.195 0.00 0.24 8.938 A

B-A 104.65 26.16 103.10 0.00 369.42 0.283 0.00 0.39 13.440 B

C-AB 8.28 2.07 8.21 0.00 493.57 0.017 0.00 0.02 7.417 A

C-A 270.27 67.57 270.27 0.00 - - - - - -

A-B 12.80 3.20 12.80 0.00 - - - - - -

A-C 746.08 186.52 746.08 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 115.97 28.99 115.53 0.00 443.34 0.262 0.24 0.35 10.968 B

B-A 124.96 31.24 123.99 0.00 317.16 0.394 0.39 0.63 18.547 C

C-AB 9.89 2.47 9.87 0.00 455.44 0.022 0.02 0.02 8.079 A

C-A 322.73 80.68 322.73 0.00 - - - - - -

A-B 15.28 3.82 15.28 0.00 - - - - - -

A-C 890.89 222.72 890.89 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 142.03 35.51 140.74 0.00 347.33 0.409 0.35 0.67 17.319 C

B-A 153.04 38.26 149.45 0.00 243.45 0.629 0.63 1.53 36.973 E

C-AB 12.11 3.03 12.08 0.00 402.72 0.030 0.02 0.03 9.216 A

C-A 395.27 98.82 395.27 0.00 - - - - - -

A-B 18.72 4.68 18.72 0.00 - - - - - -

A-C 1091.11 272.78 1091.11 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 142.03 35.51 141.94 0.00 342.94 0.414 0.67 0.69 17.895 C

B-A 153.04 38.26 152.75 0.00 243.53 0.628 1.53 1.60 39.329 E

C-AB 12.11 3.03 12.11 0.00 402.72 0.030 0.03 0.03 9.216 A

C-A 395.27 98.82 395.27 0.00 - - - - - -

A-B 18.72 4.68 18.72 0.00 - - - - - -

A-C 1091.11 272.78 1091.11 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 115.97 28.99 117.28 0.00 440.24 0.263 0.69 0.36 11.192 B

B-A 124.96 31.24 128.68 0.00 317.65 0.393 1.60 0.67 19.398 C

C-AB 9.89 2.47 9.92 0.00 455.44 0.022 0.03 0.02 8.080 A

C-A 322.73 80.68 322.73 0.00 - - - - - -

A-B 15.28 3.82 15.28 0.00 - - - - - -

A-C 890.89 222.72 890.89 0.00 - - - - - -
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Main results: (17:30-17:45) 

Queueing Delay Results for each time segment 

Queueing Delay results: (16:15-16:30) 

Queueing Delay results: (16:30-16:45) 

Queueing Delay results: (16:45-17:00) 

Queueing Delay results: (17:00-17:15) 

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 97.12 24.28 97.59 0.00 496.27 0.196 0.36 0.25 9.039 A

B-A 104.65 26.16 105.71 0.00 369.68 0.283 0.67 0.40 13.691 B

C-AB 8.28 2.07 8.30 0.00 493.57 0.017 0.02 0.02 7.417 A

C-A 270.27 67.57 270.27 0.00 - - - - - -

A-B 12.80 3.20 12.80 0.00 - - - - - -

A-C 746.08 186.52 746.08 0.00 - - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 3.44 0.23 8.938 A A

B-A 5.46 0.36 13.440 B B

C-AB 0.25 0.02 7.417 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 5.05 0.34 10.968 B B

B-A 8.91 0.59 18.547 C B

C-AB 0.33 0.02 8.079 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 9.44 0.63 17.319 C B

B-A 20.10 1.34 36.973 E D

C-AB 0.46 0.03 9.216 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 10.27 0.68 17.895 C B

B-A 23.58 1.57 39.329 E D

C-AB 0.46 0.03 9.216 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -
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Queueing Delay results: (17:15-17:30) 

Queueing Delay results: (17:30-17:45) 

Base + Development - 2025 SENSITIVITY, AM 

Data Errors and Warnings 
No errors or warnings 

Analysis Set Details 

Demand Set Details 

Junction Network 

Junctions 

Junction Network Options 

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 5.72 0.38 11.192 B B

B-A 11.00 0.73 19.398 C B

C-AB 0.34 0.02 8.080 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 3.82 0.25 9.039 A A

B-A 6.35 0.42 13.691 B B

C-AB 0.26 0.02 7.417 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Name
Roundabout 

Capacity Model
Description

Include In 

Report

Use Specific 

Demand Set(s)

Specific 

Demand Set

(s)

Locked

Network Flow 

Scaling Factor 

(%)

Network Capacity 

Scaling Factor (%)

Reason For 

Scaling 

Factors

Base + 

Development
N/A   ü       100.000 100.000  

Name
Scenario 

Name

Time 

Period 

Name

Description

Traffic 

Profile 

Type

Model 

Start 

Time 

(HH:mm)

Model 

Finish 

Time 

(HH:mm)

Model 

Time 

Period 

Length 

(min)

Time 

Segment 

Length 

(min)

Results 

For 

Central 

Hour 

Only

Single 

Time 

Segment 

Only

Locked
Run 

Automatically

Use 

Relationship

2025 

SENSITIVITY, 

AM

2025 

SENSITIVITY
AM  

ONE 

HOUR
07:30 09:00 90 15       ü  

Junction Name Junction Type Major Road Direction Arm Order Do Geometric Delay Junction Delay (s) Junction LOS

1 Proposed site access T-Junction Two-way A,B,C   16.48 C

Driving Side Lighting

Left Normal/unknown
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Arms 

Arms 

Major Arm Geometry 

Geometries for Arm C are measured opposite Arm B. Geometries for Arm A (if relevant) are measured opposite Arm D. 

Minor Arm Geometry 

Slope / Intercept / Capacity 

Priority Intersection Slopes and Intercepts 

The slopes and intercepts shown above do NOT include any corrections or adjustments. 

Streams may be combined, in which case capacity will be adjusted. 

Values are shown for the first time segment only; they may differ for subsequent time segments. 

Traffic Flows 

Demand Set Data Options 

Name Arm Name Description Arm Type

Langford Lane (E) A Langford Lane (E)   Major

Site Access Road B Site Access Road   Minor

Langford Lane (W) C Langford Lane (W)   Major

Name
Width of 

carriageway (m)

Has kerbed 

central reserve

Width of kerbed 

central reserve (m)

Has right 

turn bay

Width For 

Right Turn (m)

Visibility For 

Right Turn (m)
Blocks?

Blocking 

Queue (PCU)

Langford 

Lane (W)
7.10   0.00 ü 3.50 250.00 ü 6.00

Name

Minor 

Arm 

Type

Lane 

Width 

(m)

Lane 

Width 

(Left) (m)

Lane 

Width 

(Right) 

(m)

Width at 

give-way 

(m)

Width 

at 5m 

(m)

Width at 

10m (m)

Width at 

15m (m)

Width at 

20m (m)

Estimate 

Flare 

Length

Flare 

Length 

(PCU)

Visibility 

To Left (m)

Visibility 

To Right 

(m)

Site 

Access 

Road

One 

lane 

plus 

flare

      10.00 10.00 6.67 5.53 4.99 ü 3.00 156 130

Junction Stream
Intercept

(Veh/hr)

Slope

for 

A-B

Slope

for 

A-C

Slope

for 

C-A

Slope

for 

C-B

1 B-A 636.596 0.110 0.279 0.176 0.399

1 B-C 759.473 0.111 0.280 - -

1 C-B 820.431 0.303 0.303 - -

Default 

Vehicle 

Mix

Vehicle 

Mix Varies 

Over Time

Vehicle 

Mix Varies 

Over Turn

Vehicle 

Mix Varies 

Over Entry

Vehicle Mix 

Source

PCU 

Factor 

for a HV 

(PCU)

Default 

Turning 

Proportions

Estimate 

from 

entry/exit 

counts

Turning 

Proportions 

Vary Over Time

Turning 

Proportions 

Vary Over Turn

Turning 

Proportions 

Vary Over Entry

    ü ü
HV 

Percentages
2.00       ü ü
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Entry Flows 

General Flows Data 

Turning Proportions 

Turning Counts / Proportions (Veh/hr) - Proposed site access (for whole period) 

Turning Proportions (Veh) - Proposed site access (for whole period) 

Vehicle Mix 

Average PCU Per Vehicle - Proposed site access (for whole period) 

Heavy Vehicle Percentages - Proposed site access (for whole period) 

Name Profile Type Use Turning Counts Average Demand Flow (Veh/hr) Flow Scaling Factor (%)

Langford Lane (E) ONE HOUR ü 529.00 100.000

Site Access Road ONE HOUR ü 84.00 100.000

Langford Lane (W) ONE HOUR ü 1356.00 100.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.000 162.000 367.000

 Site Access Road  41.000 0.000 43.000

 Langford Lane (W)  1159.000 197.000 0.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.00 0.31 0.69

 Site Access Road  0.49 0.00 0.51

 Langford Lane (W)  0.85 0.15 0.00

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  1.000 1.012 1.104

 Site Access Road  1.457 1.000 1.457

 Langford Lane (W)  1.022 1.012 1.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.0 1.2 10.4

 Site Access Road  45.7 0.0 45.7

 Langford Lane (W)  2.2 1.2 0.0
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Results 

Results Summary for whole modelled period 

 

 

 

 

 

 

Main Results for each time segment 

Main results: (07:30-07:45) 

Main results: (07:45-08:00) 

Main results: (08:00-08:15) 

Stream
Max 

RFC

Max 

Delay 

(s)

Max 

Queue 

(Veh)

Max 

LOS

Average 

Demand 

(Veh/hr)

Total 

Junction 

Arrivals (Veh)

Total 

Queueing 

Delay (Veh-

min)

Average 

Queueing 

Delay (s)

Rate Of 

Queueing Delay 

(Veh-min/min)

Inclusive Total 

Queueing Delay 

(Veh-min)

Inclusive 

Average 

Queueing Delay 

(s)

B-C 0.13 11.06 0.14 B 39.46 59.19 9.71 9.84 0.11 9.71 9.84

B-A 0.38 47.70 0.58 E 37.62 56.43 28.81 30.63 0.32 28.81 30.63

C-AB 0.35 8.84 0.53 A 181.10 271.65 35.32 7.80 0.39 35.33 7.80

C-A - - - - 1063.19 1594.78 - - - - -

A-B - - - - 148.65 222.98 - - - - -

A-C - - - - 336.77 505.15 - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 32.37 8.09 32.06 0.00 437.26 0.074 0.00 0.08 8.884 A

B-A 30.87 7.72 30.23 0.00 220.63 0.140 0.00 0.16 18.848 C

C-AB 148.33 37.08 147.23 0.00 682.63 0.217 0.00 0.28 6.710 A

C-A 872.53 218.13 872.53 0.00 - - - - - -

A-B 121.96 30.49 121.96 0.00 - - - - - -

A-C 276.30 69.07 276.30 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 38.66 9.66 38.57 0.00 416.08 0.093 0.08 0.10 9.534 A

B-A 36.86 9.21 36.49 0.00 178.46 0.207 0.16 0.25 25.287 D

C-AB 177.22 44.30 176.86 0.00 657.96 0.269 0.28 0.36 7.478 A

C-A 1041.80 260.45 1041.80 0.00 - - - - - -

A-B 145.63 36.41 145.63 0.00 - - - - - -

A-C 329.93 82.48 329.93 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 47.34 11.84 47.18 0.00 375.10 0.126 0.10 0.14 10.972 B

B-A 45.14 11.29 43.92 0.00 120.28 0.375 0.25 0.56 46.430 E

C-AB 217.75 54.44 217.10 0.00 624.87 0.348 0.36 0.53 8.814 A

C-A 1275.23 318.81 1275.23 0.00 - - - - - -

A-B 178.37 44.59 178.37 0.00 - - - - - -

A-C 404.07 101.02 404.07 0.00 - - - - - -
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Main results: (08:15-08:30) 

Main results: (08:30-08:45) 

Main results: (08:45-09:00) 

Queueing Delay Results for each time segment 

Queueing Delay results: (07:30-07:45) 

Queueing Delay results: (07:45-08:00) 

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 47.34 11.84 47.34 0.00 372.72 0.127 0.14 0.14 11.063 B

B-A 45.14 11.29 45.06 0.00 120.32 0.375 0.56 0.58 47.696 E

C-AB 217.75 54.44 217.74 0.00 624.88 0.348 0.53 0.53 8.842 A

C-A 1275.23 318.81 1275.23 0.00 - - - - - -

A-B 178.37 44.59 178.37 0.00 - - - - - -

A-C 404.07 101.02 404.07 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 38.66 9.66 38.82 0.00 413.75 0.093 0.14 0.10 9.607 A

B-A 36.86 9.21 38.09 0.00 178.71 0.206 0.58 0.27 25.810 D

C-AB 177.22 44.30 177.85 0.00 657.97 0.269 0.53 0.37 7.510 A

C-A 1041.80 260.45 1041.80 0.00 - - - - - -

A-B 145.63 36.41 145.63 0.00 - - - - - -

A-C 329.93 82.48 329.93 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 32.37 8.09 32.47 0.00 435.94 0.074 0.10 0.08 8.924 A

B-A 30.87 7.72 31.28 0.00 220.60 0.140 0.27 0.17 19.056 C

C-AB 148.33 37.08 148.70 0.00 682.63 0.217 0.37 0.28 6.749 A

C-A 872.53 218.13 872.53 0.00 - - - - - -

A-B 121.96 30.49 121.96 0.00 - - - - - -

A-C 276.30 69.07 276.30 0.00 - - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 1.14 0.08 8.884 A A

B-A 2.22 0.15 18.848 C B

C-AB 4.09 0.27 6.710 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 1.48 0.10 9.534 A A

B-A 3.56 0.24 25.287 D C

C-AB 5.48 0.37 7.478 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -
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Queueing Delay results: (08:00-08:15) 

Queueing Delay results: (08:15-08:30) 

Queueing Delay results: (08:30-08:45) 

Queueing Delay results: (08:45-09:00) 

Base + Development - 2025 SENSITIVITY, PM 

Data Errors and Warnings 
No errors or warnings 

Analysis Set Details 

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 2.07 0.14 10.972 B B

B-A 7.47 0.50 46.430 E D

C-AB 7.91 0.53 8.814 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 2.15 0.14 11.063 B B

B-A 8.53 0.57 47.696 E D

C-AB 8.03 0.54 8.842 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 1.61 0.11 9.607 A A

B-A 4.38 0.29 25.810 D C

C-AB 5.61 0.37 7.510 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 1.25 0.08 8.924 A A

B-A 2.64 0.18 19.056 C B

C-AB 4.21 0.28 6.749 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Name
Roundabout 

Capacity Model
Description

Include In 

Report

Use Specific 

Demand Set(s)

Specific 

Demand Set

(s)

Locked

Network Flow 

Scaling Factor 

(%)

Network Capacity 

Scaling Factor (%)

Reason For 

Scaling 

Factors

Base + 

Development
N/A   ü       100.000 100.000  
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Demand Set Details 

Junction Network 

Junctions 

Junction Network Options 

Arms 

Arms 

Major Arm Geometry 

Geometries for Arm C are measured opposite Arm B. Geometries for Arm A (if relevant) are measured opposite Arm D. 

Minor Arm Geometry 

Name
Scenario 

Name

Time 

Period 

Name

Description

Traffic 

Profile 

Type

Model 

Start 

Time 

(HH:mm)

Model 

Finish 

Time 

(HH:mm)

Model 

Time 

Period 

Length 

(min)

Time 

Segment 

Length 

(min)

Results 

For 

Central 

Hour 

Only

Single 

Time 

Segment 

Only

Locked
Run 

Automatically

Use 

Relationship

2025 

SENSITIVITY, 

PM

2025 

SENSITIVITY
PM  

ONE 

HOUR
16:15 17:45 90 15       ü  

Junction Name Junction Type Major Road Direction Arm Order Do Geometric Delay Junction Delay (s) Junction LOS

1 Proposed site access T-Junction Two-way A,B,C   217.62 F

Driving Side Lighting

Left Normal/unknown

Name Arm Name Description Arm Type

Langford Lane (E) A Langford Lane (E)   Major

Site Access Road B Site Access Road   Minor

Langford Lane (W) C Langford Lane (W)   Major

Name
Width of 

carriageway (m)

Has kerbed 

central reserve

Width of kerbed 

central reserve (m)

Has right 

turn bay

Width For 

Right Turn (m)

Visibility For 

Right Turn (m)
Blocks?

Blocking 

Queue (PCU)

Langford 

Lane (W)
7.10   0.00 ü 3.50 250.00 ü 6.00

Name

Minor 

Arm 

Type

Lane 

Width 

(m)

Lane 

Width 

(Left) (m)

Lane 

Width 

(Right) 

(m)

Width at 

give-way 

(m)

Width 

at 5m 

(m)

Width at 

10m (m)

Width at 

15m (m)

Width at 

20m (m)

Estimate 

Flare 

Length

Flare 

Length 

(PCU)

Visibility 

To Left (m)

Visibility 

To Right 

(m)

Site 

Access 

Road

One 

lane 

plus 

flare

      10.00 10.00 6.67 5.53 4.99 ü 3.00 156 130
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Slope / Intercept / Capacity 

Priority Intersection Slopes and Intercepts 

The slopes and intercepts shown above do NOT include any corrections or adjustments. 

Streams may be combined, in which case capacity will be adjusted. 

Values are shown for the first time segment only; they may differ for subsequent time segments. 

Traffic Flows 

Demand Set Data Options 

Entry Flows 

General Flows Data 

Turning Proportions 

Turning Counts / Proportions (Veh/hr) - Proposed site access (for whole period) 

Turning Proportions (Veh) - Proposed site access (for whole period) 

Junction Stream
Intercept

(Veh/hr)

Slope

for 

A-B

Slope

for 

A-C

Slope

for 

C-A

Slope

for 

C-B

1 B-A 642.694 0.111 0.282 0.177 0.402

1 B-C 752.253 0.110 0.278 - -

1 C-B 820.431 0.303 0.303 - -

Default 

Vehicle 

Mix

Vehicle 

Mix Varies 

Over Time

Vehicle 

Mix Varies 

Over Turn

Vehicle 

Mix Varies 

Over Entry

Vehicle Mix 

Source

PCU 

Factor 

for a HV 

(PCU)

Default 

Turning 

Proportions

Estimate 

from 

entry/exit 

counts

Turning 

Proportions 

Vary Over Time

Turning 

Proportions 

Vary Over Turn

Turning 

Proportions 

Vary Over Entry

    ü ü
HV 

Percentages
2.00       ü ü

Name Profile Type Use Turning Counts Average Demand Flow (Veh/hr) Flow Scaling Factor (%)

Langford Lane (E) ONE HOUR ü 1009.00 100.000

Site Access Road ONE HOUR ü 421.00 100.000

Langford Lane (W) ONE HOUR ü 371.00 100.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.000 18.000 991.000

 Site Access Road  218.000 0.000 203.000

 Langford Lane (W)  359.000 12.000 0.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.00 0.02 0.98

 Site Access Road  0.52 0.00 0.48

 Langford Lane (W)  0.97 0.03 0.00
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Vehicle Mix 

Average PCU Per Vehicle - Proposed site access (for whole period) 

Heavy Vehicle Percentages - Proposed site access (for whole period) 

Results 

Results Summary for whole modelled period 

 

 

 

 

 

 

Main Results for each time segment 

Main results: (16:15-16:30) 

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  1.000 1.561 1.014

 Site Access Road  1.000 1.000 1.000

 Langford Lane (W)  1.076 1.561 1.000

  To

From

   Langford Lane (E)   Site Access Road   Langford Lane (W) 

 Langford Lane (E)  0.0 56.1 1.4

 Site Access Road  0.0 0.0 0.0

 Langford Lane (W)  7.6 56.1 0.0

Stream
Max 

RFC

Max 

Delay (s)

Max 

Queue 

(Veh)

Max 

LOS

Average 

Demand 

(Veh/hr)

Total 

Junction 

Arrivals (Veh)

Total 

Queueing 

Delay (Veh-

min)

Average 

Queueing 

Delay (s)

Rate Of 

Queueing Delay 

(Veh-min/min)

Inclusive Total 

Queueing Delay 

(Veh-min)

Inclusive 

Average 

Queueing Delay 

(s)

B-C 1.08 227.35 14.49 F 186.28 279.41 360.86 77.49 4.01 360.87 77.49

B-A 1.07 226.19 15.35 F 200.04 300.06 424.04 84.79 4.71 424.09 84.80

C-AB 0.04 12.33 0.04 B 11.01 16.52 3.05 11.10 0.03 3.05 11.10

C-A - - - - 329.42 494.14 - - - - -

A-B - - - - 16.52 24.78 - - - - -

A-C - - - - 909.36 1364.04 - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 152.83 38.21 150.97 0.00 475.43 0.321 0.00 0.47 11.034 B

B-A 164.12 41.03 161.03 0.00 369.04 0.445 0.00 0.77 17.068 C

C-AB 9.03 2.26 8.94 0.00 374.80 0.024 0.00 0.02 9.838 A

C-A 270.27 67.57 270.27 0.00 - - - - - -

A-B 13.55 3.39 13.55 0.00 - - - - - -

A-C 746.08 186.52 746.08 0.00 - - - - - -
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Main results: (16:30-16:45) 

Main results: (16:45-17:00) 

Main results: (17:00-17:15) 

Main results: (17:15-17:30) 

Main results: (17:30-17:45) 

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 182.49 45.62 181.06 0.00 397.09 0.460 0.47 0.82 16.554 C

B-A 195.98 48.99 192.89 0.00 312.96 0.626 0.77 1.55 29.238 D

C-AB 10.79 2.70 10.76 0.00 345.53 0.031 0.02 0.03 10.754 B

C-A 322.73 80.68 322.73 0.00 - - - - - -

A-B 16.18 4.05 16.18 0.00 - - - - - -

A-C 890.89 222.72 890.89 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)
Delay (s) LOS

B-C 223.51 55.88 189.29 0.00 206.85 1.081 0.82 9.38 128.589 F

B-A 240.02 60.01 207.52 0.00 224.56 1.069 1.55 9.67 128.200 F

C-AB 13.21 3.30 13.16 0.00 305.06 0.043 0.03 0.04 12.331 B

C-A 395.27 98.82 395.27 0.00 - - - - - -

A-B 19.82 4.95 19.82 0.00 - - - - - -

A-C 1091.11 272.78 1091.11 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)
Delay (s) LOS

B-C 223.51 55.88 203.06 0.00 209.31 1.068 9.38 14.49 227.352 F

B-A 240.02 60.01 217.33 0.00 223.49 1.074 9.67 15.35 226.195 F

C-AB 13.21 3.30 13.21 0.00 305.06 0.043 0.04 0.04 12.334 B

C-A 395.27 98.82 395.27 0.00 - - - - - -

A-B 19.82 4.95 19.82 0.00 - - - - - -

A-C 1091.11 272.78 1091.11 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 182.49 45.62 234.53 0.00 317.99 0.574 14.49 1.48 63.654 F

B-A 195.98 48.99 248.20 0.00 297.36 0.659 15.35 2.29 99.316 F

C-AB 10.79 2.70 10.84 0.00 345.53 0.031 0.04 0.03 10.759 B

C-A 322.73 80.68 322.73 0.00 - - - - - -

A-B 16.18 4.05 16.18 0.00 - - - - - -

A-C 890.89 222.72 890.89 0.00 - - - - - -

Stream
Total Demand 

(Veh/hr)

Junction Arrivals 

(Veh)

Entry Flow 

(Veh/hr)

Pedestrian Demand 

(Ped/hr)

Capacity 

(Veh/hr)
RFC

Start Queue 

(Veh)

End Queue 

(Veh)

Delay 

(s)
LOS

B-C 152.83 38.21 156.79 0.00 470.15 0.325 1.48 0.49 11.628 B

B-A 164.12 41.03 169.97 0.00 369.18 0.445 2.29 0.83 18.561 C

C-AB 9.03 2.26 9.06 0.00 374.80 0.024 0.03 0.02 9.845 A

C-A 270.27 67.57 270.27 0.00 - - - - - -

A-B 13.55 3.39 13.55 0.00 - - - - - -

A-C 746.08 186.52 746.08 0.00 - - - - - -
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Queueing Delay Results for each time segment 

Queueing Delay results: (16:15-16:30) 

Queueing Delay results: (16:30-16:45) 

Queueing Delay results: (16:45-17:00) 

Queueing Delay results: (17:00-17:15) 

Queueing Delay results: (17:15-17:30) 

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 6.60 0.44 11.034 B B

B-A 10.67 0.71 17.068 C B

C-AB 0.36 0.02 9.838 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 11.61 0.77 16.554 C B

B-A 20.85 1.39 29.238 D C

C-AB 0.48 0.03 10.754 B B

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 87.04 5.80 128.589 F F

B-A 92.81 6.19 128.200 F F

C-AB 0.67 0.04 12.331 B B

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 180.05 12.00 227.352 F F

B-A 188.75 12.58 226.195 F F

C-AB 0.68 0.05 12.334 B B

C-A - - - - -

A-B - - - - -

A-C - - - - -

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 67.63 4.51 63.654 F E

B-A 97.12 6.47 99.316 F F

C-AB 0.49 0.03 10.759 B B

C-A - - - - -

A-B - - - - -

A-C - - - - -
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Queueing Delay results: (17:30-17:45) 

 

Stream
Queueing Total Delay (Veh-

min)

Queueing Rate Of Delay (Veh-

min/min)

Average Delay Per Arriving 

Vehicle (s)

Unsignalised Level Of 

Service

Signalised Level Of 

Service

B-C 7.92 0.53 11.628 B B

B-A 13.84 0.92 18.561 C B

C-AB 0.37 0.02 9.845 A A

C-A - - - - -

A-B - - - - -

A-C - - - - -

Generated on 20/05/2014 13:12:29 using Junctions 8 (8.0.4.487)

67



Transport Assessment 
Oxford Technology Park 
 
 

 

J:\23588 - Oxford Technology Park\001 
Transport\WP\REPORTS\Transport 
assessment\Transport Assessment Final 

 

Appendix E  Mitigation 
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