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SECTION  A-A

ELEVATION 1A

ELEVATION 2B

ELEVATION 3C

ELEVATION 4D

ROOF PLAN

FRAMED LEDGED AND

BRACED GATES SET IN

50X150 REBATED TIMBER

LININGS.

ROOF TILIES AS SPECIFICATION ON

TIMBER BATTENS AND SARKING FELT

ON 50X125 RAFTERS AT 550 CENTRES

NOTCHED OVER CONTINUOUS 75X150

BEARER TO TOP OF TIMBER POSTS.

SECURE RAFTER  TO BEARERS WITH

TRUSS CLIPS

HALF ROUND GUTTER FIXED TO

25X100 TIMBER FASCIA TO ENDS OF

RAFTERS

50X100 CEILING TIES TO

ALTERNATE RAFTERS

SECURED TO RAFTERS WITH

12MM DIAMETER

BOLTS 100X14 TAPERED TO 7MM TIMBER

BOARDS FIXED TO 75X75 HORIZONTAL

TRIANGULAR TIMBER RAILS NOTCHED

INTO 125X125 TIMBER POSTS

50X600 PRE-CAST CONCRETE PAVING

SLABS BEDDED ON 25MM DRY MIX

SAND CEMENT BED ON A SUB-BASE

OF 150MM WELL CONSOLIDATED ASH,

PROVIDE 150X300 CONCRETE

FOUNDATION SUPPORTS TO PAVING

AT PERIMETER
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For guidance only. Do not scale off this drawing

SPECIFICATION

GENERAL

ALL DIMENSIONS IN MILLIMETERS

UNLESS OTHERWISE STATED

BS 1722 PART 5 APPLIES UNLESS

OTHERWISE STATED

MATERIALS

ALL TIMBER SHALL COMPLY WITH

SPECIFICATION CLAUSE 304 AND

APPENDIX 3/2 - C24 TIMBER

ALL NAILS AND BOLTS SHALL BE

GALVANISED TO BS 729

CONCRETE FOR POST FOOTINGS TO BE

CLASS C10P

POSTS TO BE 125X125 WITH

CHAMFERED ARRISES

ARRIS RAILS TO BE 75X75 ANGULAR

RAILS

FEATHER EDGE BOARDS TO BE 100MM

WIDE TAPERING FROM 14MM TO 7MM

LAPPED A MINIMUM OF 18MM NAILED TO

ARRIS RAILS WITH 50X2.65 GALVANISED

NAILS. EACH NAIL SHALL PIERCE ONE

BOARD ONLY.





























 










MUNICIPAL AND/OR  OTHER  LOCAL AUTHORITIES MUST BE ADHERED TO.

THE  COPYRIGHTS TO THE  DESIGN ON THIS  DRAWING  REMAINS THE  PROPERTY OF

THE ARCHITECTS. THE  CONTRACTOR,  SUB - CONTRACTORS  AND  SUPPLIERS  MUST

VERIFY ALL DIMENSIONS, LEVELS, PLINTH HEIGHTS, STEPS & OPENINGS ON SITE, 

BEFORE COMMENCING SHOP DRAWINGS AND/OR THE  FULL REQUIREMENTS OF
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