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Item No Item Description Of Work 
Site Following visits to various sites with problematic trees within Heyford Park. 
1) 8 Cheshire 
Rd Willow/Cherry Located in rear garden, Remove to ground level x1 multi stem goat willow, 

reduce/reshape overall crown by maximum of 2m x1 Cherry. 
2) 4/6 
Cheshire Rd Weeping willow Located in rear gardens, x2 weeping Willow previously pollarded, carefully 

sectional dismantle to ground level both trees. 
3) 16 Portnal 
drive N Cherry Located in rear garden, Crown lift to provide a 3m ground clearance. 

4) 21 Portnal 
Drive S Cherry Located in rear garden (Tag 02375) Impeding fence, remove to ground level. 

5) 17 Carswell 
Circle Leyland Cypress Front garden Remove to ground level. 

6)Tate Drive Sorbus/Cherry Crown lift all trees located along road verge to provide appropriate clearance 
from passing vehicles 

7) Camp Rd Crack Willow x3 Willows managed as pollard structure impeding footway, remove all trees 
to ground level. 

8) Building 
125 Hawthorn Remove x1 dead hawthorn located to the front of building. Crown lift x1 

hawthorn to 2m above ground level located to the rear of building. 
10) Building 
350 Front Multiple Trees Reduce back upper canopy to provide a 2m clearance from fabric of the 

building of all trees to allow access for building maintenance. 
11 Thuja (Tag 0330) Dead - Remove to ground level. 

12 Silver birch (Tag 0332) severe lean towards building - carefully sectional dismantle to 
ground level. 

13 Hawthorn (Tag 0334) Reduce overall crown by maximum of 2m. 

14) Building 
172 Airside Multiple Trees

Reduce upper crown of all associated trees (x1 Lime,x1 Hornbeam, x1 Ash, 
x1 Norway Maple) to provide 2-3m clearance from gutter line to allow access 
for building maintenance. 



15 Norway Maple (Tag 4354) Tree In severe decline, carefully sectional dismantle to ground 
level. 

16) Building 
352 Airside Leylandii/Sycamore Remove to ground level all trees ground close to building structure. (x4 

Leyland Cypress, x2 Sycamore) 
17) Fueling 
area Airside Scots Pine Mature Pine sever lean over small building possible root plate heave, 

carefully sectional dismantle to ground level. 
18) Hanger 
320 Airside. Hawthorn Tree located adjacent T4381, remove hawthorn to ground level. 

T2580 Silver Birch Localised crown reduction to provide a 2 metre clearance from Hanger, to 
maximise scope of CCTV. 

T4365 Hawthorn Basal decay evident, remove to ground level. 

Silver Birch Localised crown reduction to provide a 2 metre clearance from Hanger, to 
maximise scope of CCTV. 

T4368 Silver Birch Localised crown reduction to provide a 2 metre clearance from Hanger, to 
maximise scope of CCTV. 

Silver Birch Adjacent above tree, Localised crown reduction to provide a 2 metre 
clearance from Hanger, to maximise scope of CCTV. 

Hawthorn Adjacent above tree, remove to ground level. 

T2582 Hornbeam Localised crown reduction to provide a 2/3 metre clearance from Hanger, to 
maximise scope of CCTV. 

Norway Maple Adjacent above tree, Localised crown reduction to provide a 2 metre 
clearance from Hanger, to maximise scope of CCTV. 




