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17_057 210A

The Old Malt House
Banbury

Interlock Surveys
/ CJW

1 : 20 02Typical Detail Showing Adaptation of Central 
Struts to Trusses on Walkway 1 : 20 01 Section Through Unit 17 Showing Adaptation to Truss

117.79

Existing strut to be
trimmed in centre

New timber strut to be fixed to
existing strut as S.Eng detail

Existing
truss

Existing
truss

Existing purlins
to be removed

Structure of walkway
to be confirmed

117.70
VOID

15
00

New walls to be built 
around existing trusses. 
Existing trusses to be 
coated in intumescent paint 
to achieve a minimum 
60minutes fire resistance.

Small gaps to be sealed 
with intumescent mastic 
around penetrations to 
ensure fire resistance is 
maintained throughout.

Existing
trusses

Section of truss to
be removed to
enable passage

between trusses

New insulation
between and
under rafters

Dotted line indicates outline
of trusses to be retained

Compartment walls to
be timber frame to

Robust Detail E-WT-1

Compartment floors to
be timber frame to

Robust Detail E-FT-5

New rooflights to be the 
Rooflight Company 
Conservation Rooflights, 
installed flush to the existing 
slate roof.

1 : 20 04Typical Detail of floor/walls including sections of purlin to be cut

120.27

117.79
117.67

Existing strut to be
trimmed in centre

New timber strut to be fixed to
existing strut as S.Eng detail

Existing
truss

Vertical
restraints
to remain

Purlins to be
removed

within flats

Step up to avoid
central bracket

New steel
columns under

trusses (See
S.Eng details)

Dotted line indicates outline 
of trusses to be retained

New FD30s
Door
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