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External Finishes Site Plan

A AS 01.06.17

F

updated
Gates and fence revised, site layout 

B AS 07.06.17M&E details added 

C AS 09.06.17Planning Issue

D SM 12.06.17
parking and key updated.
Planning Issue - Internal setting out, car 

E SM 20.07.17Access road updated. Tactile paving added

F SM 10.04.18

Clarification - Tarmac paths to access road.
now landscape. 
added. Paving behind car parking adjacent to plot 2 
mound, swale and armco barriers to service yard 
Landscape mound to rear of unit, temporary acoustic 
Condenser(s), Gas Kiosks+Sub-Station relocated. 
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PLOT 3

BICESTER

LINK 9 - SKIMMINGDISH LANE
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First: 3,165 sq.ft

Ground: 38,060 sq.ft

Approx. GIA

Unit 3B

First: 1,937 sq.ft

Ground: 38,060 sq.ft

Approx. GIA
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thermoplastic road paint

Lines and markings with white 

Key

Soft landscape

Site Boundary

fence - 2m high

Weldmesh divison service yard 

(150mm diameter, 1.3m high)

Painted steel protection bollards 

yards in concrete

Vehicular areas and security 

Temporary road - granular material

Retaining Wall 

block paviors

Car parks in permeable concrete 

Reinforced gravel footpaths

Tactile paving + dropped kerb.

Tarmac paths to access road

- 1.8m high

Weldmesh condenser enclosure 

Breedon Gravel footpaths
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