Paved area outlined in red to be
designated as a temporary wheelie bin
storage area for residents in Plots
159-165 dropped kerb required in this
location.

900 mm wide path using 450 x 450
concrete paving slabs between site
boundary fence to Plot 166 and parking
court road kerb. Construct a dropped
kerb at the front of this wheelie bin
storage area to improve temporary bin
storage and refuse collection.

0.9 m high vertical metal railings painted
black to front plot boundary as indicated,
including individual front gstes

Front gardens to be gravel finish on base of
weed suppressing material to provide
permeable drainage to garden area

Timber boarded fence 1.8 m high to
areas shown

Entrance path of concrete paving slabs
1200mm wide to provide level threshold
front access as shown max 1:12 falll.
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Temporary bin storage location as requested by
CDC Planners , outlined in red for use by
residents of Plots 159-165 on refuse bin collection
days only. Paved area 900 mm wide

900 mm wide concrete path using 450 x
450 mm paving slabs between rear
garden gate and level threshold patio as
shown.

1 m wide concrete paving slab pathway to
access rear gardens to properties as shown

3 number 240 litre refuse and recycling
bins located on hard standing to rear
of each plot as noted (570 x 740 x 1070
high)

1.8 m high timber dividing plot fencing
denoted by this line, and located as
shown

Retaining wall along this boundary
fence line, to be constructed by the
main confractor Careys to an approved
engineers retaining wall design.

1.8 m high timber dividing plot fencing
denoted by this line, and located as
shown

1.8 m high timber boarded fencing
denoted by this line, and located as
shown

Secure freated timber bike storage sheds 1.2x 1.8
m on concrete paving slabs at locations noted on
layout and adjacent to rear access gates

Secure treated Tim\b\er bike storage sheds 1.2x 1.8
m on concrete paving slabs at locations noted on
layout and odjocenf\\’ro rear access gates

900 mm wide path using 450 x 450 mm
concrete paving slabs. ngh to extend
from rear garden gate up to level
threshold patios on all plo\ts 159-165.

cked on site before work commences. Figured dimensions
scaled dimensions. Any discrepancies should be reported
to the design office immediately. If in doubt please ASK. © Copyright reserved.
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plot boundaries fences revised to match GH parameter plans

D 17.10.2018 | Bin storage araes added to discharge Planning condition and  AJ

Proposed Block Plan - Housing Groups 21 & 22 - Urban Lane & 27012018 Exematwors aded forFaring Y

B 16.10.17 Plot dividing fences increased from1.2to 1.8 m RE
A 04.10.2017 | Revised Layout Group 21 & 22 combined plus parking RE
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