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SECTION / ELEVATION B

BUILDING FRONTAGE

BUILDING FRONTAGE

500mm WIDE HEDGEROW PLANTING

STANDARD VERTICAL BAR RAILING (ALPHA RAIL OR SIMILAR)
1200mm HIGH, HOT DIP GALVANISED AND POWDER COATED BLACK
WITH DOMED TOP BARS.  POSTS 50 x 50mm AT CENTRES SHOWN,
ROOTED INTO A CONCRETE FOUNDATION

1200mm HIGH  x 1200mm WIDE SINGLE LEAF GATE TO
MATCH  STANDARD VERTICAL BAR RAILINGS,
WTH 70 x 70mm POSTS AND ROOT FIXED INTO
CONCRETE FOUNDATION

BUILDING FRONTAGE

POST CENTRES  TO SUIT

1185mm
985mm

POST CENTRES  TO SUIT

BICYCLE
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STO

RE

TIMBER RAIL
100 x 47 x 987mm

TIMBER POST
SECURED INTO POSITION IN A CONCRETE FOUNDATION

100 x 100 x 1800mm

CONCRETE POST FOUNDATION

COMPACTED ANGULAR FILL

HARD SURFACING TO
REAR COURTYARD

RAIL SECURED TO POST WITH
SUITABLE HANGER / RAIL CONNECTOR

THEMOWOOD PMV TONGUE AND GROOVE CLADDING
UNTREATED, NATURAL FINISH TO MATCH BUILDINGS.  SECURE TO RAILS WITH STAINLESS

STEEL NAILS A MIN. 30mm FROM EDGE OF BOARD NAIL PENETRATION SHOULD BE A
MIN. OF 2 x THE CLADDING THICKNESS (i.e. 42mm)
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1085mm

TIMBER DECK HANDRAIL AS CAPPING RAIL
FLAT BOTTOMED  AND FLAT PROFILE RAIL, 27mm x 115mm x LENGTH
CUT TO SUIT WITH A 45 DEGREE MITRED CORNER.  SECURE TO POSTS

AND RAILS WITH STAINLESS STEEL SCREWS USING PREDRILLED PILOT HOLES
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BUILDING FRONTAGE

SECTION / ELEVATION A SECTION / ELEVATION B
NOTE: ALL TIMBER TO BE TREATED TO USE CLASS 4 WITH A PLANED FINISH.

STANDARD VERTICAL BAR RAILING GATE
1200 x 1200mm WITH 70 x 70mm SHS POSTS
FIXINGS AND LOCKING MECHANISMS TO
MANUFACTURER'S STANDARD DETAILS
(ALPHA RAIL OR SIMILAR)
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STANDARD VERTICAL BAR RAILINGS WITH
50 x 50mm SHS SUPPORT POSTS
FIXINGS AND LOCKING MECHANISMS TO
MANUFACTURER'S STANDARD DETAILS
(ALPHA RAIL OR SIMILAR)
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  Notes
Issue: Drawn by David Jarvis Associates Limited (CROWN COPYRIGHT.  ALL
RIGHTS RESERVED 2017 LICENCE NUMBER 0100031). This drawing is for
Planning purposes only - Do not use this drawing for Construction. The
information contained in the drawing should be used as a guide to the final
forms and finishes of the landscape scheme. Any revisions to be approved by
the Client and Local Authority

Scaling: Do not scale this drawing. Use given dimensions only.

Setting out: refer to Engineers for information regarding setting out. In the
event of discrepancy refer to Engineers in the first instance.

Services:  Where possible these are identified on the drawings but, for the
avoidance of doubt all service/utility locations should be considered indicative
until identified on site. To ensure those services / utilities shown are current
refer to the original survey provider or utilities designer or Client for
confirmation and further information regarding easements. In the event of
new services being installed refer to the appointed Engineer.

Lighting: Refer to lighting engineers drawings.

Planting: Plant species are selected and located in line with consideration of
the site conditions, NHBC guidelines and discussions with the Local Authority
and design team. All plants and planting procedure to conform to the David
Jarvis Associates Limited Landscape Specification that will accompany the
Construction issue drawings. No species or plant location is to be varied
without prior consent of the Landscape Architect.

Design Levels: Refer to Engineers where design levels are not shown.

CDM: Drawings to be read in conjunction with Designers risk assessment.
Potential risks above that of those associated with the general construction
typical to the drawing are  identified below;
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