
EPDM

STAINLESS SCREW

 PAINTED TIMBER (FRENCH GREY)

4MM TOUGHENED

16MM AIR GAP

4MM TOUGHENED

50MM

-

60MM

40

RAFTER SECTION

 PAINTED TIMBER (FRENCH GREY)

(DOTTED LINE)

EPDM

EPDM

60-92MM DEPENDING ON SIZE OF ROOF LANTERN

WHETHER JACK RAFTERS ARE BEING USED ETC

4

1

2

4

40

STAINLESS SCREW

PLEASE NOTE:

SEE MAIN NOTES FOR GLAZING SPECIFICATION

HIP SECTION

RIDGE BOARD CAPPING OVER LEAD FLASHING

(FINIALS ARE FIXED ONTO THIS)

LEAD FLASHING DRESSED OVER GLAZED UNITS

CODE 5

AND CAPPINGS RIDGE BOARD

RIDGE BOARD

GLAZING TOP SUPPORT

DOUBLE GLAZED UNIT

E.P.D.M GASLETRAFTER

25

SECTION THROUGH RIDGE

74,5 37,5

MEASUREMENTS TAKEN FROM OUTSIDE

TO OUTSIDE OF UPSTAND

SILICONE

STANDARD CILL

RAFTER

(NOT SUPPLIED)

OPTIONAL INNER CILL

INSULATED PLASTERBOARD

STANDARD CILL: 145MM X 45MM

50

BUILDERS KERB/UPSTAND HEIGHT

MIN 100MM IDEALLY CIRCA 150MM

FELT/ASPHALT/GRP/SARNAFIL.......

WITH OPTIONAL LEAD COVER

FLASHING (BY BUILDER)

STANDARD CILL

TRADITIONAL ROOF LANTERN

7 PHILCOTE STREET

DEDDINGTON

OX15 0TB

Tel: 07795313850

E-mail: richardcourtdesigns@gmail.com

PROJECT:

Wendlebury Lodge, Church Lane, Wendlebury, OX25 2PN

Job no: 1007-LANTERN    Scale: as shown @ A3L
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