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Metal Estate Style Fence

1800 cts
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2 lines, 38x75mm rails twice

nailed with 75mm long

galvanised nails to each post.

25x75mm vertical boards at

150mm cts, twice nailed at each

position with 44mm long galanised

nails.

100x100mm s/w post with

weathered top.

ST2 grade site mixed concrete in

accordance with NHBC Standards

Appendix 2.1-B Table 1 or ready

mix grade GEN 1 concrete
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100mm Hardcore

Turned Heel Entrance & Gate.

Hard Wood.

Planed with a curved and extended hanging

stile.

Elevation - Turned Heel Entrance & Gate

Elevation - Cleft Fence Detail

Ground Level

(assumed)

Section

Plan

2500  cts

450

cts

1500

140

80

60

100 

(Widest Point)

Section

Ground level

(assumed)

600

1800 ctrs

Elevation - Knee rail fence

Plan

1800 ctrs

600

All timber to be preservative treated -

specification to suit timber location.

75x75mm s/w rail secured to post with

30x5mm galvanised steel straps.

100x100mm s/w rail posts taken down to

independent concrete foundations.

Refer to Structural Engineer for details of

foundation construction.

nts.

1800 Max cts

1200

100x100mm s/w posts with weathered tops

at 1.8m cts. 38x100mm rails with staggered

joints, weathered tops and twice fixed to

each post with galv nails 75mm long.

700

250

1800 Max cts

1200mm Timber Post & Rail Fence
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