
ALL NOTES AS DETAIL 01/ 1808

UNLESS OTHERWISE NOTED
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FCL
Airtight membrane fixed to u/s of

ceiling joists and turned down at edges

Timber Frame wall

(refer to Detail Notes)
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IW1A - 415

50
50

Party Wall Ties to TF mfr's

Recommendation (S.Eng to review).

HOUSE 1 (ROOM 1)HOUSE 2 (ROOM 1)

JUNCTION DETAIL SUBJECT

TO TF MAUFACTURER

REVIEW & DESIGN INPUT. PRP

DESIGN INTENT AS SHOWN
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layer 1

(100mm mineral

wool compressed to

97 mm - parallel)

layer 2

(100mm cross laid)

layer 3

(100mm parallel)

layer 4

(100mm cross laid)

5
0

All Gutter dimensions subject to site survey

information & construction tolerances.

Proclima sealing tape installed

after ceiling batten is fixed &

before ceiling P.B is offered in.
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Brick slip system (Wonderwall by Forterra or

similar) on timber framing with ventilated cavity.

Continuous ventilation to soffit. Bricks to match

main facade. All to specialist subcontractor design.

Refer to Details Notes.

38x38mm sw treated vertical

battens fixed to Timber Frame

Breather membrane

Any fixings or penetrations Taped &

sealed to manufacturers, details,

instructions & recommendations.

74

INSIDE

PPC pressed metal flashing to

subcontractor instalation design.

03

Houses - 25° Monopitch

Secret Gutter Monopitch Roof Units

2

5
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Gutter lining; G410 EL Sarnafil adhered

membrane system onto 18mm ply substrate.

Installation to supplier/manufactureres

instructions & recommendations

(Subcontractor to provide installation design

as required) Sika colour ref 9500.

Note - tiles must not touch Sarnafil

PLEASE READ IN CONJUNCTION

WITH  DETAIL  04/ 1808

Sarnafil chute Outlet (5° slope) 200w X 100h Rigid

PVC box scupper; PPC to match rain water goods.

Installation to manufacture's instructions (refer to

Sarnafil technical literature: dwg 441Ti)

Dashed line denotes Traditional breathable roofing

underlay to B.S.743; Tyvek 'Supro' + tape.

Roof Finish (refer to Detail Notes)

Timber Frame (refer to Detail Notes)

Trussed rafters to TF mfr's design
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50102.5 149 TF

Timber Frame wall, gable panel.

(refer to Detail Notes)

EW1 - 427.5
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Timber Sole Plate. Trussed rafters to be

notched over sole plate.
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 149 TF40

Roof Finish (refer to Detail Notes)

Timber Frame (refer to Detail Notes)

Trussed rafters to T F manufacturer.

10

10

36

Timber Frame wall, gable panel.

(refer to Detail Notes)

EW1A - 245
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