
Roof Finish- Tata Steel Colorcoat

Urban Standing Seam Roof Panel

Traditional breather membrane to

B.S.743; Tyvek 'Supro' + tape.

Timber Frame (refer to Detail Notes)

Trussed rafters to TF mfr's design

18mm OSB3 or Plywood board

01

Standing Seam Roof

Ventive PVHR Unit - Cowl Flashing

Flashing made from Colorcoat

Urban Roof Panels

Ventive Unit Cowl Flashing

02

Slate / Stone Roof

Ventive PVHR Unit - Cowl Flashing

lining; G410 EL Sarnafil adhered

membrane system onto 18mm ply

substrate. Installation to

supplier/manufactureres instructions &

recommendations (Subcontractor to

provide installation design as required)

Note - tiles must not touch Sarnafil

SW tilting fillet to

match line of tiles

WBP ply for Sarnafil application

along face of truss  supported on

38x50mm noggins between trusses.

Subject to installation design

Roof Finish

(refer to Detail Notes)

Dashed line denotes

Traditional breathable

roofing underlay to B.S.743;

Tyvek 'Supro' + tape.

Lapped at adjacent roofs

Ventive Unit Cowl Flashing

PPC metal Flashing

Ventive Heat exchanger

Ventive Heat exchanger

830

790

830

790

R

o

o

f
 
p

i
t
c

h

 
v

a

r

i
e

s

R

o

o

f
 
p

i
t
c

h

 
v

a

r

i
e

s

1
6
5

 
1
5
0
m

m
 
m

i
n
.

1
6
5

 
1
5
0
m

m
 
m

i
n
.

 1 : 5

SWWA

AA2699C(3)

14790TA-PRP-ZZZ-ZZZ-A-1814

Roof Details - Ventive PVHR Unit

Feb 2018

WA / SWWA / SW

C3

C1 19/04/18 Issued for ConstructionC1
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Note added to indicate upstand  minimum height.

Detail Notes updated.

C2

KEY TO DOOR AND WINDOW NUMBERING:

External door and window numbers are

by type. Refer to 7000 series drawings

KEY TO DIMENSIONS:

1430.3

1430.3

Dimensions to structure. (Face of OSB - Ext Wall / stud - Int

Wall

All external wall dimensions are to finished face of brickwork

or cladding.

All internal dimensions are to face of structure unless noted

otherwise.

Dimensions to finished face shown underlined.

EW00

F00

ROOF FLOOR & WALL TYPE SYMBOLS:

Wall type Reference

'EW' prefix indicates complete wall build-up (External).

Floor type reference Roof type reference

R00

KEY TO INTERNAL DOOR REFERENCING:

A00 01

First two digits denote door number, final letter denotes

door type. Refer to Door Legend Drawing

Door

Number.

IW00

Wall type Reference

'IW' prefix indicates complete wall build-up (Internal).

B01-06

W05

Block

Unique

opening N°

Type

The contractor is responsible for checking dimensions, tolerances

and references. Any discrepancy to be verified with the Architect

before proceeding with the works. Where  an item is covered by

drawings to different scales the larger scale drawing is to be

worked to.

Do not scale drawing. Figured dimensions to be worked to in all cases.

CDM REGULATIONS 2015. All current drawings and

specifications for the project must be read in conjunction with the

Designer's Hazard and Environment Assessment Record

All intellectual property rights reserved.
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KEY

For external wall material finishes;

Please refer to materials legend on PRP GA elevations. Also refer to CREST Standard

Construction Notes ( as amended by PRP for Bicester Ph. 3+4).

Air-tight membrane;

Installation & spec subject to subcontractor design & recommendation.

Also refer to PRP Air-tightness sealing illustrations (Proclima Details)

Cavity Fire Barrier; ISOVER Saint-Gobain or similar approved.

65mm cavity closer compressed to 50mm to ensure cavity is fully sealed.

Installed to supplier/manufactures instructions & recommendations.

Min periods of fire resistance +

30 mins for houses up to 3 storey in height

60 mins for houses above 3 storey in height

Refer to Fire Strategy dwgs four further info.

- All products & installation to comply with relevant parts of AD:B

- All products to prevent moisture ingress.

- Also see TF mfr's dwgs

Compressible Sealants / Mastic;

All compressible Sealants & Mastic products to suit Timber Frame differential movement

requirements, refer to PRP Diff Movement diagrams on sheets 1995-1997.

Product specs to be to supplier / manufacturer recommendations & confirmed to

installer by supplier / manufacturer prior to any installation.

Subject to Crest / Rationel review & recommendations.

Where compressible Sealant strip is referred to = 'Compriband' or similar approved.

Counter Battens at Vertical timber cladding;

2No. 25x50mm SW treated timber battens

(vertical & horizontal Counter Battens) at Max 600mm centres.

to be installed as Thermowood / TRADA details & recommendations. E.g Horizontal

batten to be chamfered/angled toward cavity to allow any potential moisture to drain off

& not saturate timber.

DPC between masonry timber TBC, shown at ends & corners where 50x50 support

batten has been allowed for.

Dry fix roof verge system; design intent shown indicatively.

Proprietary product by roof tile manufacturer & supplier.

To be installed to manufacturer & supplier instructions & recommendations.

Insect mesh; Required at any gaps greater than 10mm penetrating external envelope

Typically at roof edges & junctions or where cavity ventilation is required.

MVHR & Mech Extract;  All MVHR & Mech Extract service runs & terminations subject

to Subcontractor installation design & M&E design & recommendations.

Termination grilles to match adjacent external colour finishes.

(Any notching/cut outs at Timber Frame to be agreed with TF manufacturer prior to

installation)

Roof Finish; Slate or Bradstone tiles;

Refer to materials legend on PRP GA elevations for further info.

Fixed typically to 25x38mm SW treated battens.

(25x50mm battens for some tiling where required)

To be installed in accordance with manufacturers, details, instructions &

recommendations.

Sarnafil single ply membrane fully adhered strictly in accordance to manufacture's

recommendations and instructions.

Tapered Insulation: KingSpan Thermataper TT47LPC/FM on vapour control layer,

installation to manufacture's recommendations and instructions.

Timber Frame; Design, specification & installation (including all relevant junctions &

connections) to be in accordance with TF manufacturer's details & instructions. Details

subject to installation design where required. TF settlement to TF manufacturer's design

recommendations. [ All Roof Details subject to TF manufacturer review &

comments]

Timber to Masonry Wall Ties; (FT-50 Type) Above DPC: Max 600mm ctrs horizontally

and max 300mm ctrs vertically All wall ties to be fixed into solid timber studs. PRP

location shown on details are indicative only. (All Wall Ties to SE detailed

specification/recommendation)

DPC at  NU Span PC unit

DPC

DPC at Timber Frame wall base

VCL at Timber Frame wall

Breather Membrane

Intello airtight membrane or grommet

Pro-clima Sealing / Adhesive tape

Detail Notes: Roof (1800 dwg Series)

Each subcontractor/Installer remains fully responsible for the

design/specification/detail of their product/material/component and how it

interfaces with adjacent components. This Includes compliance with all relevant

regulations/standards/contract documents.

It is requested that any significant deviations from PRP design intent, consultant

information or other precedent installation design, are clearly identified &

communicated to the design team as soon as possible.

Only Crest can 'approve' information permitting construction/installation to

proceed on site to suit accordingly. Subcontractors/Installers will therefore need

to seek confirmation of any approval from Crest as required.

(All Wall Ties to SE detailed specification/reccomendation)

IMPORTANT NOTE: Timber Frame Differential Movement

All PRP details are shown indicatively & illustrate an approximated

post-settled conditions.

For pre-settlement design requirements please refer to NHBC Chapter 6.2.8.

Extent of Timber Frame Manufacturers Design.

Note, all elements are shown indicatively.

Refer to Timber Frame manufacturer information &

design for detailed instalation and design.

NOTE:

Insulation not provided by Timber Frame manufacturer

KEY:

Please refer to Specification and Scoping Document

AA2699C(3)01-12_Standard Construction Notes

Title of Drawing Series

Site plan

Building footprints & RWPs NORTH

Building footprints & RWPs SOUTH

GA Plans & Elevations

Sm power & light plan

Bathroom Types

Kitchen Types

Stair Types

Wall & floor Types

Substructure

Openings

Envelope

Roof Details

Internal Details

Door & Window Legends

Conveyance Plans

KEY DRAWING REFERENCES
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General update to Detail Notes
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